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Product Statement of compliance and suitability 

Stain Plus and Translucents on INEX 
 

Stain plus, wash series and translucents are designed for floor boards and facade types. They are 

high performance water based products designed to enhance the aesthetic features all porous 

substrates. These products provide finishes that are natural, Timber looking or with a modern 

wash finish to Ubiq composite board systems without exception. It is a penetrating and odourless 

liquid absorbed into the substrate to become the “skin”. Its texture is designed to provide a 

variable finish (satin to gloss) depending on the number of coats applied and the timber or natural 

look required.  

The products offer the following properties: 
 

 Deep penetration into the substrate 

 Waterproofing properties in the vertical 

 Excellent permeability 

 No chipping or scaling, peeling or blistering 

 Salt, Anti-fungal, chemical resistance such as acid, alkaline etc. 

 Non-toxic  and odourless 

 Ultra Violet resistance and no discolouration 

 Does not burn and has flame &heat resistance 
 
This top coating is long lasting and maintains its looks.  Where additional coats are required in the 
future, no pretreatment of surface is required other than cleaning.  Our Warrantees are issued on 
a 3, 5 and 7 year warranties exclude factors relating to substrate qualities, strengths, 
characteristics and the like that influence its performance. 

The products have been tested on the Inex Boards and exceed the requirements of Australian standards 

testing for adhesion. Our product satisfies the BCA requirement sections B2 and E2 and C3.3.1. 
Where applications are carried out in accordance with our requirements, including the sealing of screw 
holes, we guaranty our products for adhesion, penetration, cracking, blistering, peeling, yellowing, chalking, 
and fading.   

Our Stain plus shares the principal formulation of our system coats and has been rated to Low 
VOC under Australian Standards requirements.  Furthermore, it contains UV stability twice that of 
our tested 2000 hour test for UV stability on our common formulation.  Accordingly, our product 
warrantees are for the common properties of our system and include minimum 3 years on fading, 
chipping, cracking and blistering.  
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