
INEX BOARDS™

ANY BUILDING • ANY SURFACE  •  ANYWHERE

PRODUCT RANGE

PRODUCT ATTRIBUTES PROJECTS

Bungan Beach Home
The breathtaking front elevation 
of this architecturally designed 
masterpiece in Bungan Beach 
was a result of utilising both 
INEX>RENDERBOARD and 
INEX>FLOOR.

Gold Coast Beach Residence
BAL-FZ fire rating, seamless 
façades and beautifully executed 
balconies were the outcomes of 
the use of INEX>FLOOR and 
INEX>RENDERBOARD throughout 
this waterfront residence.

Bronte Development
INEX>RENDERBOARD delivers
a flawless rendered surface.
With its tongue and groove joints 
it is designed to resist cracking 
due to differential substrate 
movement over time.

Single residence in Bronte designed 
by Bureau SRH Architects.
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UBIQ provides lightweight sheets for the 
construction industry. Critically, our products are 
both low carbon and high performing. For over a 
decade UBIQ has been developing the Technology 
of Low Carbon Fibre Reinforced Engineered 
Cementitious  Composite (ECC) for its application
in our range of INEX>BOARDS for the 
construction industry

UBIQ’s innovative technology has been developed in 
Australia with the aim of producing a ‘world’s 
best’ building board. This aim is now complete.

FLOORING &
CLADDING 
SOLUTIONS

www.ubiq.au

Low Carbon 
UBIQ’s INEX>BOARDS minimise harm 
to the planet in their production which 
is undertaken at room temperature. 
The embodied energy of our board is 
about 55% to that of comparable fibre 
cement boards.

Strength  
UBIQ’s INEX>BOARDS can be 
manufactured to a bending strength of 
up to 44MPa. The equilibrium bending 
strength of our flooring product is 22MPa.

Durability  
Our boards can be used in all climatic 
conditions – rain, snow, frost, varying 
humidities and extreme temperatures.

Stability
Our tests demonstrate that INEX>BOARDS 
can retain over 80% of the dry strength after 
25 soak-dry cycles.

Fire Resistance 
INEX>BOARDS are non-combustible, 
BAL-FZ and FRL 60/60/60 rated.

Acoustic Resistance  
All of our products have been extensively 
tested by PKA Acoustic Consulting and 
deliver excellent acoustic resistance.

Impact Resistance 
INEX>BOARDS offer incredibly high impact 
resistance – greater than that of traditional 
compressed fibre cement sheets or impact 
resistant plasterboards currently on the 
market.

Moisture Resistance 
Our boards have been tested to AS2908-2 
and meet the requirements of Water 
Permeability, Soak & Dry, Heat & Rain, 
Freeze & Thaw of that standard.

Healthier Living  
UBIQ’s INEX>BOARDS promote healthier 
living. They contain less than 0.5% crystalline 
silica, they do not contain asbestos, are non-
toxic, provide enhanced breathability and do 
not support the growth of mould.

All of the above are just some of the benefits 
of our INEX>BOARDS. It is exciting that all 
of these improved performance credentials 
can be found in a low carbon product – in a 
range of building boards that offer so many 
appearance options for your building.
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This brochure was produced on February16 2024 and was current to information at that time.
UBIQ Pty Ltd is continually updating its brochure and install material.

We advise all enquires to source the most current brochures and/or technical material available online at www.ubiq.au.

VISIT

www.ubiq.au

CALL

Sydney +61 2 9519 4460

EMAIL

sales@ubiq.au
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INEX FLOOR™

INEX>FLOOR is a unique engineered cementitious composite flooring sheet suitable for both interior and 
exterior flooring applications.

INEX>FLOOR has a tongue and groove joint down each long side for a flush tight fit.

Designed primarily as a substrate for most finishes such as tiles, vinyl, carpet or 
timber, INEX>FLOOR is also suitable as a finished surface in itself*.
For approved waterproofing and coating systems, refer to the 
COATINGS menu at www.ubiq.au.

INEX>FLOOR (Class 2 Concrete finish 
suitable for clear sealing) available 
on request*.

*See note on page 2.

PRODUCT LENGTH (mm) WIDTH (mm) THICKNESS (mm) Kg/m2 Kg/Sheet

INEX>FLOOR 16 2700 600 16 20.7 34

INEX>FLOOR 19 2700 600 19 24.6 40

WEIGHT
At approx. 34kg (16mm) or 40kg (19mm) per sheet the INEX>FLOOR
sheets are lightweight and easy to handle on site.

PERFORMANCE
INEX>FLOOR can be cut and worked just like comparable fibre 
cement sheets, but offers improved bending strength characteristics 
and finish quality.

NON-COMBUSTIBILITY & FRL
INEX>FLOOR is non-combustible and can be used in conjunction 
with floor systems to achieve FRL 90/90/90 in the down direction and 
up to BAL-FZ bushfire compliance. Refer to our INEX>FLOOR Floor 
Systems brochure.

ACOUSTIC
INEX>FLOOR offers remarkable acoustic insulation performance. By 
example our floor system for Class 2 or 3 Type A construction on timber 
or steel frame delivers an Rw/Rw+Ctr of 62/58 (BCA for Rw+Ctr is >50).
Please refer to our INEX>FLOOR Floor Systems brochure for further 
acoustic performances

MATERIAL
INEX>FLOOR is an advanced high strength, low carbon fibre reinforced Engineered Cementitious Composite (ECC) 
product, containing 60% of post industrial recycled materials, contains less than >0.5% chrystalline silica, it does not
contain asbestos and is toxin free.

VALUE
INEX>FLOOR is priced for value for the construction industry and competes strongly against all comparable products.
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INEX>FLOOR for Tiled Decks
and Balconies

FLOORING & CLADDING SOLUTIONS

UBIQ provides lightweight sheets for the
construction industry. Critically, our products are
both low carbon and high performing. For over a
decade UBIQ has been developing the technology
of low carbon fibre reinforced engineered
cementitious composite (ECC) for its application
in our range of INEX>BOARDS for the
construction industry.

UBIQ’s innovative technology has been developed in
Australia with the aim of producing the ‘world’s
best’ building board.
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INEX>FLOOR is a high strength lightweight flooring substrate with tongue  
and groove (T&G) edges. It can be used for external or internal applications; 
as a substrate for most finishes such as tiles, vinyl, carpet or timber.  
INEX>FLOOR can be used in conjunction with floor systems  
to achieve up to BAL-FZ bushfire compliance.
INEX>FLOOR is simplicity itself. A single affordable  
product for multiple flooring applications.

INEX>FLOORTM

BAL-FZ
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A great innovation from UBIQ that delivers a lightweight render substrate 
board that is suitable for multiple render coating applications. 16mm thick 
INEX>RENDERBOARD sheets are tongue and grooved to lock together 
and resist any render cracking over time. They are lightweight at about 
33kg each, 2700mm long, 600mm high and can be off stud jointed.
Again, INEX>RENDERBOARD comes with a fire rating of FRL 60/60/60 
and a bushfire attack level BAL-FZ – and both of these ratings WITHOUT 
the need for any other fire rated materials.
Contact UBIQ or visit www.ubiq.com.au for details of fire rated systems.

INEX>RENDERBOARDTM

FRL 60/60/60

BAL-FZ

INEX>WEATHERBOARDTM

Available in 180mm (150mm coverage) or 204mm (172mm coverage) 
INEX>WEATHERBOARD’s 16mm thickness provides a deep shadow below 
each board. Suitable for multiple paint and timber stain (rough sawn finish only) 
applications. Each board is 3 metres long with tongue and grooved ends for off 
stud jointing. Critically, INEX>WEATHERBOARD comes with a fire rating of 
FRL 60/60/60 and a bushfire attack level BAL-FZ – and both of these ratings 
WITHOUT the need for any other fire rated materials.
Contact UBIQ or visit www.ubiq.com.au for details of fire rated systems.

FRL 60/60/60

BAL-FZ
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INEX  FLOOR™

INEX  EXPRESS™

INEX  WEATHERBOARD

INEX  RENDERBOARD

INEX>FLOOR is a high strength lightweight flooring substrate with tongue & groove (T&G) edges and can be 
used for residential or commercial applications. INEX>FLOOR can be used to deliver FRL 60/60/60 and FRL 
90/90/90 in the down direction.

A multipurpose lightweight cladding board that is suitable for render coat applications, or can be simply painted on 
its smooth side. 16mm thick INEX>RENDERBOARD sheets are tongue & grooved to lock together and resist any 
render cracking over time. INEX>RENDERBOARD wall systems offer BAL-FZ or FRL 60/60/60 performances – 
without the need for other fire rated materials in your wall.

INEX>EXPRESS is a textured board with a routed ‘V’ groove every 120mm for a linear boards appearance that can 
be simply painted or even stained to deliver an authentic timber aesthetic. INEX>EXPRESS wall systems offer BAL-FZ 
or FRL 60/60/60 performances – without the need for other fire rated materials in your wall.

Available in 190mm deep for a 160mm coverage. INEX>WEATHERBOARD’s sheet is tongue & grooved for  
off stud jointing and profiled to allow self-levelling whist fixing. INEX>WEATHERBOARD wall systems offer 
BAL-FZ or FRL 60/60/60 performances – without the need for other fire rated materials in your wall.

BAL-FZ
FRL 60/60/60
FRL 90/90/90
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