
 

 

INEX Render Board (Magnesium Cement Composite) – ROCKCOTE 
RENDER SYSTEMS – For Application over Rough Side of Board Only 

 
Adhesion Considerations: Substrate must not contain more than 15% moisture (WME) prior to the 
application of the ROCKCOTE Acrylic Products used within this System. Certain types of air dried 
Magnesium board can retain large quantities of water when wet. 
 
Surface Preparation:  Sheets must be installed strictly in accordance with manufacturer’s specifications. 
ROCKCOTE recommends the installation of control/ relief joints at no more than 6m for vertical relief joints 
and 3m for horizontal relief joints.  Substrate must be clean and free of dust, dirt, oil, salt, mould or any other 
contamination.   
 
Additional Considerations: INEX Render Board sheeting requires a minimum 3mm DFT [Dry Film 
Thickness] acrylic render over the entire surface. 
 
ROCKCOTE recommends that on large broad wall areas, ROCKCOTE Masonry Primer be applied prior to 
the application of Armour to ensure uniform coverage and colour consistency. 
 
ROCKCOTE does not recommend the use of dark colours with a LRV [Light Reflectance Value] of 
less than 40% over Magnesium board sheeting.  
 
Please read all relevant Technical Data Sheets & Safety Data Sheets prior to product use. 
 

ROCKCOTE Premium High Performance Membrane Systems                                 15 YEAR WARRANTY* 

Finish 1
st

 Step  2
nd

 Step 3
rd

 Step 4
th

 Step 5
th

 Step 

Armoured Sponge Finish AE Primer 
Polymer Render Grey 
+ Mesh embedded 

Polymer Render 
Grey  

Armour Armour 

Armoured Santini  AE Primer 
Polymer Render Grey 
+ Mesh embedded 

1mm Santini  Armour Armour 

Armoured Santa Fe AE Primer 
Polymer Render Grey 
+ Mesh embedded 

Santa Fe Armour Armour 

Armoured Trowel-On AE Primer 
Polymer Render Grey 
+ Mesh embedded 

Trowel-On Armour Armour 

Armoured Acrylic Texture 
Fine 

AE Primer 
Polymer Render Grey 
+ Mesh embedded 

Acrylic Texture 
Fine 1mm DFT** 

Armour Armour 

Armoured Acrylic Texture 
Medium or Coarse 

AE Primer 
Polymer Render Grey 
+ Mesh embedded 

Acrylic Texture 
Medium or 
Coarse 

Armour Armour 

** Dry Film Thickness – ROCKCOTE Acrylic Texture Fine will require two applications to achieve 1mm build 

 

  



 

 

INEX Magnesium Board Composite (Rough Side of Board) – Continued 
 

ROCKCOTE Coloured Render Systems                                                                    15 YEAR WARRANTY*                                                             

Finish 1
st

 Step  2
nd

 Step 3
rd

 Step 4
th

 Step 5
th

 Step 

Sandcote  AE Primer 
Polymer Render 
Grey + Mesh 
embedded 

Texprime Tinted Sandcote Clearcote/ Repel 

Sandcote 
Hydroguard 

AE Primer 
Polymer Render 
Grey + Mesh 
embedded 

Texprime Tinted Sandcote 
Hydroguard 

N/A 

Pearlcote AE Primer 
Polymer Render 
Grey + Mesh 
embedded 

Texprime Tinted 
Pearlcote  Clearcote/ Repel 

Finecote  AE Primer 
Polymer Render 
Grey + Mesh 
embedded 

Texprime Tinted Finecote 1mm 
DFT** 

Clearcote/ Repel 

Quicksand 
Coarse  

AE Primer 
Polymer Render 
Grey + Mesh 
embedded 

Texprime Tinted 
Quicksand Coarse Clearcote/ Repel 

Santini  AE Primer 
Polymer Render 
Grey + Mesh 
embedded 

Texprime Tinted 
1mm Santini  Clearcote/ Repel 

Santa Fe AE Primer 
Polymer Render 
Grey + Mesh 
embedded 

Texprime Tinted 
Santa Fe Clearcote/ Repel 

** Dry Film Build – ROCKCOTE Finecote will require two applications to achieve 1mm build 

 

Matte Finishes                                                                                                            7.5 YEAR WARRANTY* 

Finish 1
st

 Step  2
nd

 Step 3
rd

 Step 4
th

 Step 5
th

 Step 

Render Paint 
Fine 

AE Primer 
Polymer Render 
Grey + Mesh 
embedded 

Polymer Render 
Grey  

Render Paint Fine Render Paint Fine 

Render Paint 
Flat 

AE Primer 
Polymer Render 
Grey + Mesh 
embedded 

Polymer Render 
Grey  

Render Paint Flat Render Paint Flat 

Toscani  AE Primer 
Polymer Render 
Grey + Mesh 
embedded 

Polymer Render 
Grey  

Toscani Toscani 

Santini  AE Primer 
Polymer Render 
Grey + Mesh 
embedded 

Polymer Render 
Grey  

Santini Santini 

Concote  AE Primer 
Polymer Render 
Grey + Mesh 
embedded 

Polymer Render 
Grey  

Concote Concote 

 

Indemnity 

ROCKCOTE Enterprises Pty Ltd will not accept responsibility for any misuse of this product or if not applied by a 

skilled and experienced applicator and in accordance with our technical specifications.  Due to our policy of 

continuing product improvement ROCKCOTE Enterprises Pty Ltd reserves the right to change these 

specifications without further notice.  


