
Page 1

ROCKCOTE SPECIFICATIONS AND TECHNICAL INFORMATION RELATING TO PROJECT:

ROCKCOTE SYSTEM OPTIONS OVER INEX
Project address:

Prepared for:
UBIQ
Mark Pulham

Date of specification: 23 March 2018

Specification number: 180216-11816

For further information on Rockcote products, systems and warranties, please contact: 
Position: State Manager; Business Development NSW & ACT
Name: James McGregor
Phone: 0419 962 198
Email: JMcGregor@rockcote.com.au

Call 1300 736 668

Sunshine Coast (Head Office)
18 Machinery Rd
Yandina QLD 4561

Gold Coast
6 Indy Court
Nerang QLD 4211

Mailing Address
PO Box 230
Yandina QLD 4561
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16mm INEX>RENDERBOARD - ARMOURED TUSCANY TROWEL ON

Application Over: 16mm INEX> ROUGH SIDE of RENDERBOARD

M2: Colour / Tint: Special Comments:

Usage Location: Exterior Wall(s) 

SURFACE PREPARATION
Adhesion Requirements: Before applying any coatings, please ensure the surface contains no more than 15% moisture (WME). Certain types of air 
dried MGO board can retain large quantities of water when wet.  Rockcote products should be applied to the ROUGH side of the 
Renderboard.

ROCKCOTE does not recommend the use of dark colours with a LRV [Light Reflectance Value] of less than 40% over Magnesium board sheeting.

Surface Preparation: Sheets must be installed strictly in accordance with manufacturer’s specifications. ROCKCOTE recommends the installation of 
control/ relief joints at no more than 6m for vertical relief joints and 3m for horizontal relief joints.

ROCKCOTE recommends that on large broad wall areas, ROCKCOTE Masonry Primer Hi Op to be applied prior to the application of Armour to ensure 
uniform coverage and colour consistency. 

Please read all relevant Technical Data Sheets & Safety Data Sheets prior to product use.

STEP 1

Keycote Application Method: Trowel
Spreading rate: 10m2/20kg
Dry Coating Thickness: 1.4 - 2mm
Drying Time: 48 Hours

STEP 2

Quick Render PM100

Fully meshed

Application Method: Trowel or Spray
Spreading rate: 2m2/20kg @ 4mm build
Dry Coating Thickness: 4-8mm
Drying Time: 48-72 Hours

STEP 3

Tuscany Trowel On Application Method: Trowel
Spreading rate: 12m2/15ltr
Dry Coating Thickness: 1mm
Drying Time: 24 Hours

STEP 4

Armour Application Method: Brush, Roller or Spray
Spreading rate: 4m2/ltr
Dry Coating Thickness: 86 microns
Drying Time: 4 Hours

STEP 5

Armour Application Method: Brush, Roller or Spray
Spreading rate: 4m2/ltr
Dry Coating Thickness: 86 microns
Drying Time: 4 Hours

Warranty Information
The above specification is eligible for a 10 year system warranty when applied in accordance with the relevant technical specifications.  ROCKCOTE warrants all its coatings and
coatings systems when applied in accordance with the relevant technical specifications.  This warranty not only ensures the client’s protection but also ROCKCOTE’s ongoing
commitment to quality.
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16mm INEX>RENDERBOARD - SANDCOTE HYDROGUARD

Application Over: 16mm INEX> ROUGH SIDE of RENDERBOARD

M2: Colour / Tint: Special Comments:

Usage Location: Exterior Wall(s) 

SURFACE PREPARATION
Adhesion Requirements: Before applying any coatings, please ensure the surface contains no more than 15% moisture (WME). Certain types of air 
dried MgO Board can retain large quantities of water when wet.  Rockcote products should be applied to the ROUGH side of the 
Renderboard.

Surface Preparation: Sheets must be installed strictly in accordance with manufacturer’s specifications. ROCKCOTE recommends the installation of 
control/ relief joints at no more than 6m for vertical relief joints and 3m for horizontal relief joints.

Substrate must be clean and free of dust, dirt, oil, salt, mould or any other contamination. Patch, tape and set all recessed joints with ROCKCOTE 
Patch n Prep and 155gsm Non Adhesive Alkali Resistant Mesh Tape.

Additional Requirements: MGO Board sheeting requires a minimum 1mm DFT [Dry Film Thickness] acrylic render over the Keycote surface.

ROCKCOTE does not recommend the use of dark colours with a LRV [Light Reflectance Value] of less than 40% over Magnesium board sheeting.

Please read all relevant Technical Data Sheets & Safety Data Sheets prior to product use.

STEP 1

Patch & Prep

and mesh tape

Application Method: Trowel or Spatula
Spreading rate: 15m2/20kg or 80-140 Lineal Metres
Dry Coating Thickness: 0.5-4mm
Drying Time: 24-48 Hours

STEP 2

MgO Board Primer Application Method: Brush or Long Nap Roller
Spreading rate: 10m2/ltr
Dry Coating Thickness:
Drying Time: 2 Hours

STEP 3

Polymer Render Grey Application Method: Trowel
Spreading rate: 2.5-12.5m2/15ltr
Dry Coating Thickness: 1 - 4mm
Drying Time: 24 Hours

STEP 4

Texprime Application Method: Brush or Long Nap Roller
Spreading rate: 6m2/ltr
Dry Coating Thickness:
Drying Time: 4 Hours

STEP 5

Sandcote HydroGuard Application Method: Trowel
Spreading rate: 10m2/15ltr
Dry Coating Thickness: 1mm
Drying Time: 48 Hours

Warranty Information
The above specification is eligible for a 10 year system warranty when applied in accordance with the relevant technical specifications.  ROCKCOTE warrants all its coatings and
coatings systems when applied in accordance with the relevant technical specifications.  This warranty not only ensures the client’s protection but also ROCKCOTE’s ongoing
commitment to quality.
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16mm INEX>RENDERBOARD - SANDCOTE HYDROGUARD

Application Over: 16mm INEX> ROUGH SIDE of RENDERBOARD

M2: Colour / Tint: Special Comments:

Usage Location: Exterior Wall(s) 

SURFACE PREPARATION
Adhesion Requirements: Before applying any coatings, please ensure the surface contains no more than 15% moisture (WME). Certain types of air 
dried MgO Board can retain large quantities of water when wet.  Rockcote products should be applied to the ROUGH side of the 
Renderboard.

Surface Preparation: Sheets must be installed strictly in accordance with manufacturer’s specifications. ROCKCOTE recommends the installation of 
control/ relief joints at no more than 6m for vertical relief joints and 3m for horizontal relief joints.

Substrate must be clean and free of dust, dirt, oil, salt, mould or any other contamination. 

Additional Requirements: MGO Board sheeting requires a minimum 1mm DFT [Dry Film Thickness] acrylic render over the Keycote surface.

ROCKCOTE does not recommend the use of dark colours with a LRV [Light Reflectance Value] of less than 40% over Magnesium board sheeting. 

Please read all relevant Technical Data Sheets & Safety Data Sheets prior to product use.

STEP 1

Keycote Application Method: Trowel
Spreading rate: 10m2/20kg
Dry Coating Thickness: 1.4-2mm
Drying Time: 48 Hours

100mm embedded mesh over joints

STEP 2

Texprime Application Method: Brush or Long Nap Roller
Spreading rate: 6m2/ltr
Dry Coating Thickness:
Drying Time: 4 Hours

STEP 3

Sandcote HydroGuard Application Method: Trowel
Spreading rate: 10m2/15ltr
Dry Coating Thickness: 1mm
Drying Time: 48 Hours

Warranty Information
The above specification is eligible for a 10 year system warranty when applied in accordance with the relevant technical specifications.  ROCKCOTE warrants all its coatings and
coatings systems when applied in accordance with the relevant technical specifications.  This warranty not only ensures the client’s protection but also ROCKCOTE’s ongoing
commitment to quality.




