
Achieves FRL 60/60/60 from outside only or from both sides when tested to AS 1530.4-2014
Meets AS 3959-2018 Section 9 (BAL-FZ) via testing to AS 1530.4-2014

1  l INEX>EXPRESS FRL WALL SYSTEMS 	 Check our website for any updates before installation

INEX  RENDERBOARD
TIMBER OR STEEL FRAME WITH HORIZONTAL SHEETS : FRL 60/60/60 & BAL-FZ

Any breathable sarking

Tongue & Groove
joints with arris edges
deliver ‘V’ joint for
paint, stained or clear
coat finishing. Include
construction adhesive/
sealant in T&G joint

Min. 28mm deep furring
channel on fixing clips.
Fixing screws at Max.
450mm centres

Render coat system (applied to ROUGH side of sheet)

All joins off stud and with backing plate
(no fire sealant required)

Option for any insulation
(Insulation not required for fire performance)

10mm thick standard grade
plasterboard or equivalent

Achieves FRL 60/60/60 from outside only when tested to AS 1530.4-2014
Meets AS 3959-2018 Section 9 (BAL-FZ) via testing to AS 1530.4-2014

Steel studs at Max. 600mm centres to AS/NZS 4600
or
Timber studs at Max. 600mm centres to AS 1684

INEX>RENDERBOARD
SMOOTH side out for paint, stained or clear coat finishing
ROUGH side out for render coat

BAL-FZ

FRL 60/60/60

TIMBER OR STEEL FRAME WITH VERTICAL SHEETS : FRL 60/60/60 & BAL-FZ

INEX   BOARDS
ANY BUILDING  •  ANY SURFACE  •  ANYWHERE

TM

INEX RENDERBOARD™

  ANY BUILDING  • ANY SURFACE  • ANYWHERE

Steel studs at Max. 600mm centres to AS/NZS4600 
or 
Timber studs at Max. 600mm centres to AS1684

Min. 25mm deep 0.75bmt top hats at 
Max. 600mm centres

Option for any insulation
(Insulation not required for fire performance)

Any breathable sarking

INEX>RENDERBOARD
SMOOTH side out for paint, stained or clear coat finishing
ROUGH side out for render coat

Render coat system (applied to ROUGH side of sheet)

All joins off top hats and with backing plate 
(no fire sealant required)

10mm thick standard grade 
plasterboard or equivalent

Achieves FRL 60/60/60 when tested to AS1530.4-2005
Meets AS3959-2009 Section 9 (BAL-FZ) via testing to AS1530.4-2005 BAL-FZ

FRL 60/60/60

Tongue & Groove joints 
with arris edges for 
paint, stained or clear 
coat finishing

Delivers ‘V’ joint

INEX RENDERBOARD™

  ANY BUILDING  • ANY SURFACE  • ANYWHERE

SMOOTH

ROUGH

TIMBER OR STEEL FRAME WITH VERTICAL SHEETS : FRL 60/60/60 & BAL-FZ

INEX BOARDS
ANY BUILDING  • ANY SURFACE  • ANYWHERE

TM

  ANY BUILDING  • ANY SURFACE  • ANYWHERE

Steel studs at Max. 600mm centres to AS/NZS4600 
or 
Timber studs at Max. 600mm centres to AS1684

Min. 25mm deep 0.75bmt top hats at 
Max. 600mm centres

Option for any insulation
(Insulation not required for fire performance)

Any breathable sarking

INEX>RENDERBOARD
SMOOTH side out for paint, stained or clear coat finishing
ROUGH side out for render coat

Render coat system (applied to ROUGH side of sheet)

All joins off top hats and with backing plate 
(no fire sealant required)

10mm thick standard grade 
plasterboard or equivalent

Achieves FRL 60/60/60 when tested to AS1530.4-2005
Meets AS3959-2009 Section 9 (BAL-FZ) via testing to AS1530.4-2005 BAL-FZ

FRL 60/60/60

Tongue & Groove joints 
with arris edges for 
paint, stained or clear 
coat finishing

Delivers ‘V’ joint

INEX RENDERBOARD™

  ANY BUILDING  • ANY SURFACE  • ANYWHERE

SMOOTH

ROUGH

PRODUCT INFORMATION SHEET MAY 2023

INEX   FLOOR™

INEX>FLOOR is a unique engineered cementitious composite flooring sheet suitable for both interior and 
exterior flooring applications.

INEX>FLOOR has a tongue and groove joint down each long side for a flush tight fit.

Designed primarily as a substrate for most finishes such as tiles, vinyl, carpet or 
timber, INEX>FLOOR is also suitable as a finished surface in itself*.
For approved waterproofing and coating systems, refer to the 
COATINGS menu at www.ubiq.au.

INEX>FLOOR (Class 2 Concrete finish 
suitable for clear sealing) available 
on request*.

*See note on page 2.

PRODUCT LENGTH (mm) WIDTH (mm) THICKNESS (mm) Kg/m2 Kg/Sheet

INEX>FLOOR 16 2700 600 16 20.7 34

INEX>FLOOR 19 2700 600 19 24.6 40

WEIGHT
At approx. 34kg (16mm) or 40kg (19mm) per sheet the INEX>FLOOR 
sheets are lightweight and easy to handle on site.

PERFORMANCE
INEX>FLOOR can be cut and worked just like comparable fibre 
cement sheets, but offers improved bending strength characteristics 
and finish quality.

NON-COMBUSTIBILITY & FRL
INEX>FLOOR is non-combustible and can be used in conjunction 
with floor systems to achieve FRL 90/90/90 in the down direction and 
up to BAL-FZ bushfire compliance. Refer to our INEX>FLOOR Floor 
Systems brochure.

ACOUSTIC
INEX>FLOOR offers remarkable acoustic insulation performance. By 
example our floor system for Class 2 or 3 Type A construction on timber 
or steel frame delivers an Rw/Rw+Ctr of 62/58 (BCA for Rw+Ctr is >50).
Please refer to our INEX>FLOOR Floor Systems brochure for further 
acoustic performances

MATERIAL
INEX>FLOOR is an advanced high strength, low carbon fibre reinforced Engineered Cementitious Composite (ECC) 
product, containing 60% of post industrial recycled materials, contains less than >0.5% chrystalline silica, it does not
contain asbestos and is toxin free.

VALUE
INEX>FLOOR is priced for value for the construction industry and competes strongly against all comparable products. 

UBIQ Pty Ltd  •  ABN 14 146 086 142  •  (02) 9519 4460  •  sales@ubiq.au  •  www.ubiq.au

INEX>FLOOR for Tiled Decks
and Balconies

FLOORING & CLADDING SOLUTIONS

TIMBER OR STEEL FRAME WITH VERTICAL SHEETS : FRL 60/60/60 & BAL-FZTIMBER OR STEEL FRAME WITH HORIZONTAL SHEETS : FRL 60/60/60 & BAL-FZ

Steel studs at Max. 600mm centres to AS/NZS 4600 
or 
Timber studs at Max. 600mm centres to AS 1684

Min. 28mm deep furring 
channel on fixing clips. 
Fixing clips at Max. 
450mm centres. 

Option for any insulation
(Insulation not required for fire performance)

Any breathable sarking

INEX>EXPRESS
ROUGH and ‘V’ grooved side out for paint and timber or 
neutral stained finishing

All joins off stud and with backing plate 
(no fire sealant required)

10mm thick standard grade 
plasterboard or equivalent

Achieves FRL 60/60/60 from outside only when tested to AS 1530.4-2014 
Meets AS 3959-2018 Section 9 (BAL-FZ) via testing to AS 1530.4-2014

Tongue & Groove
 joints with arris edges 
deliver 'V' joint for 
paint, stained or clear 
coat finishing. Include 
construction adhesive/
sealant in T&G joint 

BAL-FZ

FRL 60/60/60

TIMBER OR STEEL FRAME WITH VERTICAL SHEETS : FRL 60/60/60 & BAL-FZ

Steel studs at Max. 600mm centres to AS/NZS 4600 
or 
Timber studs at Max. 600mm centres to AS 1684

Any breathable sarking

All joins off top hats and with backing plate 
(no fire sealant required)

INEX>EXPRESS
ROUGH and ‘V’ grooved side out for paint and timber 
or neutral stained finishing

25mm deep 0.75bmt top hats at 
Max. 600mm centres

Min. R2.5 glasswool insulation

• •• •••••••10mm thick standard 
grade plasterboard

BAL-FZ

FRL 60/60/60

SMOOTH

ROUGH

Achieves FRL 60/60/60 from outside only when tested to AS 1530.4-20• • • •
Meets AS 3959-20• • • •Section 9 (BAL-FZ) via testing to AS 1530.4-2• • • • • •

Tongue & Groove joints 
with arris edges deliver 
'V' joint for paint, stained 
or clear coat finishing. 
Include construction 
adhesive/sealant in 
T&G joint.

TIMBER OR STEEL FRAME WITH VERTICAL SHEETS: FRL 60/60/60 & BAL-FZ

Achieves FRL 60/60/60 from outside only when tested to AS 1530.4-2014
Meets AS 3959-2018 Section 9 (BAL-FZ) via testing to AS 1530.4-2014

Min. 0.75bmt top hats at Max. 600mm centres 
with depth as per table below

Insulation as per table below

Internal lining as per table below

 25 M525 
Min. R2.5 Glasswool

 Min. 13mm standard grade plasterboard

 35 M535  
Min. 10mm standard grade plasterboard

 40 or greater M545 or deeper            Any

 Top Hat Depth (mm) Rondo Top Hat       Insulation Internal Lining

Top Hat 
Depth (mm)

Rondo 
Top Hat Insulation Internal lining Bushfire 

Attack Level 
FRL From
Outside

FRL From
Inside

25 or
greater M525 Any Min. 10mm standard 

grade plasterboard

BAL-FZ

30/30/30

None25 M525 Min. R.2.5
Glass wool

Min. 13mm standard 
grade plasterboard

60/60/60

35 M535
40 or

greater
M545 or 
deeper

Any

Min. 10mm standard 
grade plasterboard

25 or
greater M525 or  

deeper

Min. 13mm fire rated 
grade plasterboard –/60/60

25 or
greater

Min. 16mm fire rated 
grade plasterboard 60/60/60



INEX RENDERBOARD™

  ANY BUILDING  • ANY SURFACE  • ANYWHERE

Check our website for any updates before installation – 15 April 2021 2

NOTES

This external wall system supported by Exova Warringtonfire 
EWFA 19502800.6a and 27255600/RPT01-5a

Refer also to INEX>RENDERBOARD Technical Sheet for 
fixing details

2 800x200 Backing plate
(Cut from INEX>RENDERBOARD16)

1 INEX>RENDERBOARD16

3 Min. 25mm deep timber battens

4 Any breathable sarking

8 10g Min. class 3 galvanised self driller counter 
sinking screws
BREMICK SWRC3100352 
or 
BREMICK vortexfibre SURC3500302

6 Any insulation
(Insulation not required for fire performance)

7 10mm thick standard grade plasterboard or 
equivalent

TIMBER OR STEEL FRAME WITH HORIZONTAL SHEETS : FRL 30/30/30 & BAL-FZ

INEX   RENDERBOARD™

  ANY BUILDING  • ANY SURFACE  • ANYWHERE

MAX 600 STUD FRAME MAX 600 STUD FRAME

30
E

Q
E

Q
30

30
E

Q
E

Q
60

18

1 2 3

4 5 5 6 7

TONGUE FACING UP AT TONGUE 
AND GROOVE JOINT

5 Steel studs at Max. 600mm centres to AS/NZS4600 
or 
Timber studs at Max. 600mm centres to AS1684 
(Both drawn)

WHERE VERTICAL JOIN 
REQUIRED, FIX WITH 
800X200 BACKING 
PLATE OF CUT 
INEX>RENDERBOARD16

T&G JOINT TO

WITH CONSTRUCTION 
ADHESIVE/SEALANT 
IN JOINT.

INEX>RENDERBOARD16

2Check our website for any updates before installation – 13 • •• •••• •• •20• •• •

TIMBER OR STEEL FRAME WITH VERTICAL SHEETS : FRL 60/60/60 & BAL-FZ

INEX>RENDERBOARD16

Min. 25mm deep 0.75bmt top hats at 
Max. 600mm centres

Any breathable sarking

Steel studs at Max. 600mm centres to AS/NZS 4600 
or 
Timber studs at Max. 600mm centres to AS 1684 
(Both drawn)

Any insulation 
(Insulation not required for fire performance)

• •••• •••••10mm thick standard grade plasterboard

MAX 600 STUD FRAMEMAX 600 STUD FRAME

M
A

X 
60

0 
TO

P 
H

A
T 

C
EN

TR
ES

EQ EQ30 30

WHERE HORIZONTAL JOIN 
REQUIRED, FIX WITH 800X200 
BACKING PLATE OF CUT 
INEX>BOARDS

T&G JOINT TO
INEX>RENDERBOARD16
WITH CONSTRUCTION
ADHESIVE /SEALANT IN
JOINT

800x200 Backing plate
(Cut from INEX>BOARDS)

10g Min. class 3 galvanised self driller counter 
sinking screws
BREMICK SWRC3100352 
or 
BREMICK vortexfibre SURC3500302

NOTES

This external wall system supported by 
Exova Warringtonfire EWFA 19502800.6b

Refer also to INEX>RENDERBOARD Technical Sheet for fixing details

1

2

3

4

5

6

7

8

1 2

3 4 6 5 7 5

8

1

INEX RENDERBOARD™

  ANY BUILDING  • ANY SURFACE  • ANYWHERE

1 INEX>RENDERBOARD16

3 25mm deep 0.75bmt top hats at 
Max. 600mm centres

4 Any breathable sarking

5 Steel studs at Max. 600mm centres to AS/NZS4600 
or 
Timber studs at Max. 600mm centres to AS1684 
(Both drawn)

8

6 Min. R2.5 glasswool insulation

7 13mm thick standard grade plasterboard

2Check our website for any updates before installation – 16 August 2023

MAX 600 STUD FRAMEMAX 600 STUD FRAME

M
A

X 
60

0 
TO

P 
H

A
T 

C
EN

TR
ES

EQ EQ30 30

1

1

8

3 4 6 5 57

WHERE HORIZONTAL JOIN 
REQUIRED, FIX WITH 800X200 
BACKING PLATE OF CUT 
INEX>RENDERBOARD16

TIMBER OR STEEL FRAME WITH VERTICAL SHEETS : FRL 60/60/60 & BAL-FZ

INEX RENDERBOARD™

  ANY BUILDING  • ANY SURFACE  • ANYWHERE

2 800x200 Backing plate
(Cut from INEX>BOARDS

2

10g Min. class 3 galvanised self driller counter 
sinking screws
BREMICK SWRC3100352 
or 
BREMICK vortexfibre SURC3500302

NOTES
Refer also to INEX>RENDERBOARD Technical Sheet 
for fixing details

T&G JOINT TO

WITH CONSTRUCTION 
ADHESIVE/SEALANT 
IN JOINT.

INEX>RENDERBOARD16

2Check our website for any updates before installation – 3  April 2021 

MAX 600 STUD FRAMEMAX 600 STUD FRAME

M
A

X 
60

0 
TO

P 
H

A
T 

C
EN

TR
ES

EQEQEQEQEQEQ

WHERE HORIZONTAL JOIN 
REQUIRED, FIX WITH 800X200 
BACKING PLATE OF CUT 
INEX>EXPRESS16

TIMBER OR STEEL FRAME WITH VERTICAL SHEETS : FRL 60/60/60 & BAL-FZ

8

7

6

5

4

1

2

3

INEX>EXPRESS16

Min. 25mm deep 0.75bmt top hats at 
Max. 600mm centres

Any breathable sarking

800x200 Backing plate
(Cut from INEX>BOARDS)

NOTES
Refer also to INEX>EXPRESS Technical Sheet for fixing 
details

1 2

43 6 5 7 5

JOINT TOT&G 

WITH CONSTRUCTION 
ADHESIVE/SEALANT 
IN JOINT.

INEX>EXPRESS16

Steel studs at Max. 600mm centres to AS/NZS 4600 
or 
Timber studs at Max. 600mm centres to AS 1684 
(Both drawn)

Any insulation 
(Insulation not required for fire performance)

• •• •••••••10mm thick standard grade plasterboard 

10g Min. class 3 galvanised self driller counter 
sinking screws
BREMICK SWRC3100352 
or 
BREMICK vortexfibre SURC3500302

APPLY Max. 3mm Diam. SNAKE
OF CONSTRUCTION
ADHESIVE/SEALANT TO FACE 

OFEACH TOP HAT PRIOR TO
FIXING BOARD

8

1

INEX RENDERBOARD™

  ANY BUILDING  • ANY SURFACE  • ANYWHERE

Check our website for any updates before installation – 15 April 2021 2

NOTES

Refer also to INEX>RENDERBOARD Technical Sheet for 
fixing details

2

1

3

4
8 10g Min. class 3 galvanised self driller counter 

sinking screws
BREMICK SWRC3100352 
or 
BREMICK vortexfibre SURC3500302

6 Any insulation
(Insulation not required for fire performance)

7 10mm thick standard grade plasterboard 

TIMBER OR STEEL FRAME WITH HORIZONTAL SHEETS : FRL 30/30/30 & BAL-FZ

INEX RENDERBOARD™

  ANY BUILDING  • ANY SURFACE  • ANYWHERE

MAX 600 STUD FRAME MAX 600 STUD FRAME

30
E

Q
E

Q
30

30
E

Q
E

Q
60

18

1 2 3

4 5 5 6 7

TONGUE FACING UP AT TONGUE 
AND GROOVE JOINT

5 Steel studs at Max. 600mm centres to AS/NZS4600 
or 
Timber studs at Max. 600mm centres to AS1684 
(Both drawn)

WHERE VERTICAL JOIN 
REQUIRED, FIX WITH 
800X200 BACKING 
PLATE OF CUT 
INEX>RENDERBOARD16

T&G JOINT TO

WITH CONSTR

IN JOINT.

INEX>RENDERBOARD16

2Check our website for any updates before installation – 13 • •• •••• •• •20• •• •

TIMBER OR STEEL FRAME WITH VERTICAL SHEETS : FRL 60/60/60 & BAL-FZ

INEX>RENDERBOARD16

Min. 25mm deep 0.75bmt top hats at 
Max. 600mm centres

Any breathable sarking

Steel studs at Max. 600mm centres to AS/NZS 4600 
or 
Timber studs at Max. 600mm centres to AS 1684 
(Both drawn)

Any insulation 
(Insulation not required for fire performance)

• •••• •••••10mm thick standard grade plasterboard

MAX 600 STUD FRAMEMAX 600 STUD FRAME

M
A

X 
60

0 
TO

P 
H

A
T 

C
EN

TR
ES

EQ EQ30 30

WHERE HORIZONTAL JOIN 
REQUIRED, FIX WITH 800X200 
BACKING PLATE OF CUT 
INEX>BOARDS

800x200 Backing plate
(Cut from INEX>BOARDS)

10g Min. class 3 galvanised self driller counter 
sinking screws
BREMICK SWRC3100352 
or 
BREMICK vortexfibre SURC3500302

NOTES

This external wall system supported by 
Exova Warringtonfire EWFA 19502800.6b

Refer also to INEX>RENDERBOARD Technical Sheet for fixing details

1

2

3

4

5

6

7

8

1 2

3 4 6 5 7 5

1
JOINT TOT&G 

WITH CONSTRUCTION 
ADHESIVE/SEALANT 
IN JOINT.

INEX>EXPRESS16

 SNAKE

 FACE 

APPLY Max. 3mm Diam.
OF CONSTRUCTION
ADHESIVE/SEALANT TO
EACH TOP HAT PRIOR TOOF
FIXING BOARD

INEX>RENDERBOARD16

800x200 Backing plate
(Cut from INEX>BOARDS)

Min. 25mm deep 0.75bmt top hats at 
Max. 600mm centres

Any breathable sarking

8

TIMBER OR STEEL FRAME WITH VERTICAL SHEETS: FRL 60/60/60 & BAL-FZ

INEX RENDERBOARD™

  ANY BUILDING  • ANY SURFACE  • ANYWHERE

Check our website for any updates before installation – 15 April 2021 2

NOTES

Refer also to INEX>RENDERBOARD Technical Sheet for 
fixing details

2

1

3

4
8 10g Min. class 3 galvanised self driller counter 

sinking screws
BREMICK SWRC3100352 
or 
BREMICK vortexfibre SURC3500302

6 Any insulation
(Insulation not required for fire performance)

7 10mm thick standard grade plasterboard 

TIMBER OR STEEL FRAME WITH HORIZONTAL SHEETS : FRL 30/30/30 & BAL-FZ

INEX RENDERBOARD™

  ANY BUILDING  • ANY SURFACE  • ANYWHERE

MAX 600 STUD FRAME MAX 600 STUD FRAME

30
E

Q
E

Q
30

30
E

Q
E

Q
60

18

1 2 3

4 5 5 6 7

TONGUE FACING UP AT TONGUE 
AND GROOVE JOINT

5 Steel studs at Max. 600mm centres to AS/NZS4600 
or 
Timber studs at Max. 600mm centres to AS1684 
(Both drawn)

WHERE VERTICAL JOIN 
REQUIRED, FIX WITH 
800X200 BACKING 
PLATE OF CUT 
INEX>RENDERBOARD16

T&G JOINT TO

WITH CONSTR

IN JOINT.

INEX>RENDERBOARD16

2Check our website for any updates before installation – 13 • •• •••• •• •20• •• •

TIMBER OR STEEL FRAME WITH VERTICAL SHEETS : FRL 60/60/60 & BAL-FZ

INEX>RENDERBOARD16

Min. 25mm deep 0.75bmt top hats at 
Max. 600mm centres

Any breathable sarking

Steel studs at Max. 600mm centres to AS/NZS 4600 
or 
Timber studs at Max. 600mm centres to AS 1684 
(Both drawn)

Any insulation 
(Insulation not required for fire performance)

• •••• •••••10mm thick standard grade plasterboard

MAX 600 STUD FRAMEMAX 600 STUD FRAME

M
A

X 
60

0 
TO

P 
H

A
T 

C
EN

TR
ES

EQ EQ30 30

WHERE HORIZONTAL JOIN 
REQUIRED, FIX WITH 800X200 
BACKING PLATE OF CUT 
INEX>BOARDS

800x200 Backing plate
(Cut from INEX>BOARDS)

10g Min. class 3 galvanised self driller counter 
sinking screws
BREMICK SWRC3100352 
or 
BREMICK vortexfibre SURC3500302

NOTES

This external wall system supported by 
Exova Warringtonfire EWFA 19502800.6b

Refer also to INEX>RENDERBOARD Technical Sheet for fixing details

1

2

3

4

5

6

7

8

1 2

3 4 6 5 7 5

1
JOINT TOT&G 

WITH CONSTRUCTION 
ADHESIVE/SEALANT 
IN JOINT.

INEX>EXPRESS16

 SNAKE

 FACE 

APPLY Max. 3mm Diam.
OF CONSTRUCTION
ADHESIVE/SEALANT TO
EACH TOP HAT PRIOR TOOF
FIXING BOARD

INEX>RENDERBOARD16

800x200 Backing plate
(Cut from INEX>BOARDS)

Min. 25mm deep 0.75bmt top hats at 
Max. 600mm centres

Any breathable sarking

8

Min. 0.75bmt top hats at Max. 600mm 
centres with depth as per table overleaf

Insulation as per table overleaf

Internal lining as per table overleaf

PRODUCT INFORMATION SHEET MAY 2023

INEX   FLOOR™

INEX>FLOOR is a unique engineered cementitious composite flooring sheet suitable for both interior and 
exterior flooring applications.

INEX>FLOOR has a tongue and groove joint down each long side for a flush tight fit.

Designed primarily as a substrate for most finishes such as tiles, vinyl, carpet or 
timber, INEX>FLOOR is also suitable as a finished surface in itself*.
For approved waterproofing and coating systems, refer to the 
COATINGS menu at www.ubiq.au.

INEX>FLOOR (Class 2 Concrete finish 
suitable for clear sealing) available 
on request*.

*See note on page 2.

PRODUCT LENGTH (mm) WIDTH (mm) THICKNESS (mm) Kg/m2 Kg/Sheet

INEX>FLOOR 16 2700 600 16 20.7 34

INEX>FLOOR 19 2700 600 19 24.6 40

WEIGHT
At approx. 34kg (16mm) or 40kg (19mm) per sheet the INEX>FLOOR 
sheets are lightweight and easy to handle on site.

PERFORMANCE
INEX>FLOOR can be cut and worked just like comparable fibre 
cement sheets, but offers improved bending strength characteristics 
and finish quality.

NON-COMBUSTIBILITY & FRL
INEX>FLOOR is non-combustible and can be used in conjunction 
with floor systems to achieve FRL 90/90/90 in the down direction and 
up to BAL-FZ bushfire compliance. Refer to our INEX>FLOOR Floor 
Systems brochure.

ACOUSTIC
INEX>FLOOR offers remarkable acoustic insulation performance. By 
example our floor system for Class 2 or 3 Type A construction on timber 
or steel frame delivers an Rw/Rw+Ctr of 62/58 (BCA for Rw+Ctr is >50).
Please refer to our INEX>FLOOR Floor Systems brochure for further 
acoustic performances

MATERIAL
INEX>FLOOR is an advanced high strength, low carbon fibre reinforced Engineered Cementitious Composite (ECC) 
product, containing 60% of post industrial recycled materials, contains less than >0.5% chrystalline silica, it does not
contain asbestos and is toxin free.

VALUE
INEX>FLOOR is priced for value for the construction industry and competes strongly against all comparable products. 

UBIQ Pty Ltd  •  ABN 14 146 086 142  •  (02) 9519 4460  •  sales@ubiq.au  •  www.ubiq.au

INEX>FLOOR for Tiled Decks
and Balconies

INEX RENDERBOARD™

  ANY BUILDING  • ANY SURFACE  • ANYWHERE

Check our website for any updates before installation – 15 April 2021 2

NOTES

This external wall system supported by Exova Warringtonfire 
EWFA 19502800.6a and 27255600/RPT01-5a

Refer also to INEX>RENDERBOARD Technical Sheet for 
fixing details

2 800x200 Backing plate
(Cut from INEX>RENDERBOARD16)

1 INEX>RENDERBOARD16

3 Min. 25mm deep timber battens

4 Any breathable sarking

8 10g Min. class 3 galvanised self driller counter 
sinking screws
BREMICK SWRC3100352 
or 
BREMICK vortexfibre SURC3500302

6 Any insulation
(Insulation not required for fire performance)

7 10mm thick standard grade plasterboard or 
equivalent

TIMBER OR STEEL FRAME WITH HORIZONTAL SHEETS : FRL 30/30/30 & BAL-FZ

INEX   RENDERBOARD™

  ANY BUILDING  • ANY SURFACE  • ANYWHERE

MAX 600 STUD FRAME MAX 600 STUD FRAME

30
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30
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Q
60

18

1 2 3

4 5 5 6 7

TONGUE FACING UP AT TONGUE 
AND GROOVE JOINT

5 Steel studs at Max. 600mm centres to AS/NZS4600 
or 
Timber studs at Max. 600mm centres to AS1684 
(Both drawn)

WHERE VERTICAL JOIN 
REQUIRED, FIX WITH 
800X200 BACKING 
PLATE OF CUT 
INEX>RENDERBOARD16

T&G JOINT TO

WITH CONSTRUCTION 
ADHESIVE/SEALANT 
IN JOINT.

INEX>RENDERBOARD16

2Check our website for any updates before installation – 13 • •• •••• •• •20• •• •

TIMBER OR STEEL FRAME WITH VERTICAL SHEETS : FRL 60/60/60 & BAL-FZ

INEX>RENDERBOARD16

Min. 25mm deep 0.75bmt top hats at 
Max. 600mm centres

Any breathable sarking

Steel studs at Max. 600mm centres to AS/NZS 4600 
or 
Timber studs at Max. 600mm centres to AS 1684 
(Both drawn)

Any insulation 
(Insulation not required for fire performance)

• •••• •••••10mm thick standard grade plasterboard

MAX 600 STUD FRAMEMAX 600 STUD FRAME

M
A

X 
60

0 
TO

P 
H

A
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Min. 0.75bmt top hats at Max. 600mm 
centres with depth as per table overleaf

Insulation as per table overleaf

Internal lining as per table overleaf

PRODUCT INFORMATION SHEET MAY 2023

INEX   FLOOR™

INEX>FLOOR is a unique engineered cementitious composite flooring sheet suitable for both interior and 
exterior flooring applications.

INEX>FLOOR has a tongue and groove joint down each long side for a flush tight fit.

Designed primarily as a substrate for most finishes such as tiles, vinyl, carpet or 
timber, INEX>FLOOR is also suitable as a finished surface in itself*.
For approved waterproofing and coating systems, refer to the 
COATINGS menu at www.ubiq.au.

INEX>FLOOR (Class 2 Concrete finish 
suitable for clear sealing) available 
on request*.

*See note on page 2.

PRODUCT LENGTH (mm) WIDTH (mm) THICKNESS (mm) Kg/m2 Kg/Sheet

INEX>FLOOR 16 2700 600 16 20.7 34

INEX>FLOOR 19 2700 600 19 24.6 40

WEIGHT
At approx. 34kg (16mm) or 40kg (19mm) per sheet the INEX>FLOOR 
sheets are lightweight and easy to handle on site.

PERFORMANCE
INEX>FLOOR can be cut and worked just like comparable fibre 
cement sheets, but offers improved bending strength characteristics 
and finish quality.

NON-COMBUSTIBILITY & FRL
INEX>FLOOR is non-combustible and can be used in conjunction 
with floor systems to achieve FRL 90/90/90 in the down direction and 
up to BAL-FZ bushfire compliance. Refer to our INEX>FLOOR Floor 
Systems brochure.

ACOUSTIC
INEX>FLOOR offers remarkable acoustic insulation performance. By 
example our floor system for Class 2 or 3 Type A construction on timber 
or steel frame delivers an Rw/Rw+Ctr of 62/58 (BCA for Rw+Ctr is >50).
Please refer to our INEX>FLOOR Floor Systems brochure for further 
acoustic performances

MATERIAL
INEX>FLOOR is an advanced high strength, low carbon fibre reinforced Engineered Cementitious Composite (ECC) 
product, containing 60% of post industrial recycled materials, contains less than >0.5% chrystalline silica, it does not
contain asbestos and is toxin free.

VALUE
INEX>FLOOR is priced for value for the construction industry and competes strongly against all comparable products. 

UBIQ Pty Ltd  •  ABN 14 146 086 142  •  (02) 9519 4460  •  sales@ubiq.au  •  www.ubiq.au

INEX>FLOOR for Tiled Decks
and Balconies
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  ANY BUILDING  • ANY SURFACE  • ANYWHERE

Check our website for any updates before installation – 15 April 2021 2

NOTES

This external wall system supported by Exova Warringtonfire 
EWFA 19502800.6a and 27255600/RPT01-5a

Refer also to INEX>RENDERBOARD Technical Sheet for 
fixing details
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PRODUCT INFORMATION SHEET MAY 2023

INEX   FLOOR™

INEX>FLOOR is a unique engineered cementitious composite flooring sheet suitable for both interior and 
exterior flooring applications.

INEX>FLOOR has a tongue and groove joint down each long side for a flush tight fit.

Designed primarily as a substrate for most finishes such as tiles, vinyl, carpet or 
timber, INEX>FLOOR is also suitable as a finished surface in itself*.
For approved waterproofing and coating systems, refer to the 
COATINGS menu at www.ubiq.au.

INEX>FLOOR (Class 2 Concrete finish 
suitable for clear sealing) available 
on request*.

*See note on page 2.

PRODUCT LENGTH (mm) WIDTH (mm) THICKNESS (mm) Kg/m2 Kg/Sheet

INEX>FLOOR 16 2700 600 16 20.7 34

INEX>FLOOR 19 2700 600 19 24.6 40

WEIGHT
At approx. 34kg (16mm) or 40kg (19mm) per sheet the INEX>FLOOR 
sheets are lightweight and easy to handle on site.

PERFORMANCE
INEX>FLOOR can be cut and worked just like comparable fibre 
cement sheets, but offers improved bending strength characteristics 
and finish quality.

NON-COMBUSTIBILITY & FRL
INEX>FLOOR is non-combustible and can be used in conjunction 
with floor systems to achieve FRL 90/90/90 in the down direction and 
up to BAL-FZ bushfire compliance. Refer to our INEX>FLOOR Floor 
Systems brochure.

ACOUSTIC
INEX>FLOOR offers remarkable acoustic insulation performance. By 
example our floor system for Class 2 or 3 Type A construction on timber 
or steel frame delivers an Rw/Rw+Ctr of 62/58 (BCA for Rw+Ctr is >50).
Please refer to our INEX>FLOOR Floor Systems brochure for further 
acoustic performances

MATERIAL
INEX>FLOOR is an advanced high strength, low carbon fibre reinforced Engineered Cementitious Composite (ECC) 
product, containing 60% of post industrial recycled materials, contains less than >0.5% chrystalline silica, it does not
contain asbestos and is toxin free.

VALUE
INEX>FLOOR is priced for value for the construction industry and competes strongly against all comparable products. 
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INEX>FLOOR for Tiled Decks
and Balconies

2  l INEX>EXPRESS FRL WALL SYSTEMS 	 Check our website for any updates before installation

 or
  Internal lining per table on page 1.

  Insulation as per table on page 1.

 on page 1.

TIMBER OR STEEL FRAME WITH VERTICAL SHEETS : FRL 60/60/60 & BAL-FZTIMBER OR STEEL FRAME WITH HORIZONTAL SHEETS : FRL 60/60/60 & BAL-FZ

Steel studs at Max. 600mm centres to AS/NZS 4600 
or 
Timber studs at Max. 600mm centres to AS 1684

Min. 28mm deep furring 
channel on fixing clips. 
Fixing clips at Max. 
450mm centres. 

Option for any insulation
(Insulation not required for fire performance)

Any breathable sarking

INEX>EXPRESS
ROUGH and ‘V’ grooved side out for paint and timber or 
neutral stained finishing

All joins off stud and with backing plate 
(no fire sealant required)

10mm thick standard grade 
plasterboard or equivalent

Achieves FRL 60/60/60 from outside only when tested to AS 1530.4-2014 
Meets AS 3959-2018 Section 9 (BAL-FZ) via testing to AS 1530.4-2014

Tongue & Groove
 joints with arris edges 
deliver 'V' joint for 
paint, stained or clear 
coat finishing. Include 
construction adhesive/
sealant in T&G joint 

BAL-FZ

FRL 60/60/60
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INEX  RENDERBOARD
TIMBER OR STEEL FRAME WITH HORIZONTAL SHEETS : FRL 60/60/60 & BAL-FZ

INEX>RENDERBOARD16

800x200 Backing plate
(Cut from INEX>BOARDS)

Min. 28mm steel furring channel, on 
proprietary fixing clips. Fixing screws 
at Max. 450mm centres

Any breathable sarking

Steel studs at Max. 600mm centres to AS/NZS 4600
or
Timber studs at Max. 600mm centres to AS 1684
(Both drawn)

Any insulation
(Insulation not required for fire performance)

10mm thick standard grade plasterboard or equivalent

10g Min. class 3 galvanised self driller counter sinking 
screws
BREMICK SWRC3100352
or
BREMICK vortexfibre SURC3500302

NOTES
Refer also to INEX>RENDERBOARD Technical Sheet 
for fixing details

Check our website for any updates before installation – 9 May 2023  2

TONGUE FACING UP AT TONGUE 
AND GROOVE JOINT. INCLUDE 
SIKAFLEX PRO OR IN SIMILAR 
IN THE JOINT

WHERE VERTICAL JOIN 
REQUIRED, FIX WITH 
800X200 BACKING 
PLATE OF CUT
INEX>RENDERBOARD16

PRODUCT INFORMATION SHEET MAY 2023

INEX   FLOOR™

INEX>FLOOR is a unique engineered cementitious composite flooring sheet suitable for both interior and 
exterior flooring applications.

INEX>FLOOR has a tongue and groove joint down each long side for a flush tight fit.

Designed primarily as a substrate for most finishes such as tiles, vinyl, carpet or 
timber, INEX>FLOOR is also suitable as a finished surface in itself*.
For approved waterproofing and coating systems, refer to the 
COATINGS menu at www.ubiq.au.

INEX>FLOOR (Class 2 Concrete finish 
suitable for clear sealing) available 
on request*.

*See note on page 2.

PRODUCT LENGTH (mm) WIDTH (mm) THICKNESS (mm) Kg/m2 Kg/Sheet

INEX>FLOOR 16 2700 600 16 20.7 34

INEX>FLOOR 19 2700 600 19 24.6 40

WEIGHT
At approx. 34kg (16mm) or 40kg (19mm) per sheet the INEX>FLOOR 
sheets are lightweight and easy to handle on site.

PERFORMANCE
INEX>FLOOR can be cut and worked just like comparable fibre 
cement sheets, but offers improved bending strength characteristics 
and finish quality.

NON-COMBUSTIBILITY & FRL
INEX>FLOOR is non-combustible and can be used in conjunction 
with floor systems to achieve FRL 90/90/90 in the down direction and 
up to BAL-FZ bushfire compliance. Refer to our INEX>FLOOR Floor 
Systems brochure.

ACOUSTIC
INEX>FLOOR offers remarkable acoustic insulation performance. By 
example our floor system for Class 2 or 3 Type A construction on timber 
or steel frame delivers an Rw/Rw+Ctr of 62/58 (BCA for Rw+Ctr is >50).
Please refer to our INEX>FLOOR Floor Systems brochure for further 
acoustic performances

MATERIAL
INEX>FLOOR is an advanced high strength, low carbon fibre reinforced Engineered Cementitious Composite (ECC) 
product, containing 60% of post industrial recycled materials, contains less than >0.5% chrystalline silica, it does not
contain asbestos and is toxin free.

VALUE
INEX>FLOOR is priced for value for the construction industry and competes strongly against all comparable products. 
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INEX>FLOOR for Tiled Decks
and Balconies
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TIMBER OR STEEL FRAME WITH HORIZONTAL SHEETS : FRL 60/60/60 & BAL-FZ

MAX 600 STUD FRAME MAX 600 STUD FRAME
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WHERE VERTICAL JOIN 
REQUIRED. FIX WITH 
800X200 BACKING 
PLATE OF CUT  
INEX>EXPRESS16

TONGUE FACING UP AT TONGUE 
AND GROOVE JOINT

4
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NOTES

Refer also to INEX>EXPRESS Technical Sheet for fixing 
details

INEX>EXPRESS16

800x200 Backing plate
(Cut from INEX>BOARDS)

Min. 28mm steel furring channel, on 
proprietary fixing clips. Fixing clips 
at Max. 450mm centres.

Any breathable sarking 10g Min. class 3 galvanised self driller counter 
sinking screws
BREMICK SWRC3100352 
or 
BREMICK vortexfibre SURC3500302

Any insulation
(Insulation not required for fire performance)

10mm thick standard grade plasterboard or 
equivalent

Steel studs at Max. 600mm centres to AS/NZS 4600 
or 
Timber studs at Max. 600mm centres to AS 1684 
(Both drawn)
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INCLUDE CONSTRUCTION 
ADHESIVE/SEALANT 
IN T&G JOINT


