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FIBRE CEMENT SHEET - ARMOUR

Application over: Fibre Cement Sheeting

Usage location: External: Single-Storey Wall(s): 

Surface preparation
Ensure the surface is free from loose material. Wipe down to ensure the surface is clean, dry and dust free. Patch and fill holes and cracks with ROCKCOTE 

Sanding Patch.

Before applying any coatings, please ensure the surface contains no more than 15% moisture (WME).

ROCKCOTE does not recommend the use of colours with a LRV [Light Reflectance Value] of less than 40% over Fibre Cement sheeting.

Please read all relevant Technical Data Sheets & Safety Data Sheets prior to product use.

STEP 1

Masonry Primer Hi Op Brush or Long Nap RollerApplication method: 

6m2/ltrSpreading rate: 

1mmDry coating thickness: 

2 HoursDrying time: 

STEP 2

Armour Brush, Roller or SprayApplication method: 

4m2/ltrSpreading rate: 

86 micronsDry coating thickness: 

4 HoursDrying time: 

STEP 3

Armour Brush, Roller or SprayApplication method: 

4m2/ltrSpreading rate: 

86 micronsDry coating thickness: 

4 HoursDrying time: 

Warranty information
The above specification is eligible for a 10 year system warranty when applied in accordance with the relevant technical specifications. ROCKCOTE warrants 

all its coatings and coatings systems when applied in accordance with the relevant technical specifications. This warranty not only ensures the client’s 

protection but also ROCKCOTE’s ongoing commitment to quality.
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FIBRE CEMENT SHEET (EASY LAP) - ARMOUR FLEX (STIPPLE)

Application over: Fibre Cement Sheeting

Usage location: External: Single-Storey Wall(s): 

Surface preparation
Ensure the surface is free from loose material. Wipe down to ensure the surface is clean, dry and dust free. Patch and fill any screw holes with ROCKCOTE 

Smooth Set.  Apply a suitable Etch Primer to Aluminium Joiners where applicable.

Before applying any coatings, please ensure the surface contains no more than 15% moisture (WME).

ROCKCOTE does not recommend the use of colours with a LRV [Light Reflectance Value] of less than 40% over Fibre Cement sheeting.

Important: ROCKCOTE recommends that on large broad wall areas, ROCKCOTE Masonry Primer to be applied prior to the application of Armour to ensure 

uniform coverage and colour consistency.

Please read all relevant Technical Data Sheets & Safety Data Sheets prior to product use.

STEP 1

Masonry Primer Hi Op Brush or Long Nap RollerApplication method: 

6m2/ltrSpreading rate: 

2 HoursDrying time: 

STEP 2

(Stipple)

Armour Flex Texture RollerApplication method: 

2m2/ltrSpreading rate: 

200-250 micronsDry coating thickness: 

6-8 HoursDrying time: 

STEP 3

Armour Flex Long Nap RollerApplication method: 

3m2/ltrSpreading rate: 

160 micronsDry coating thickness: 

6-8 HoursDrying time: 

Warranty information
The above specification is eligible for a 10 year system warranty when applied in accordance with the relevant technical specifications. ROCKCOTE warrants 

all its coatings and coatings systems when applied in accordance with the relevant technical specifications. This warranty not only ensures the client’s 

protection but also ROCKCOTE’s ongoing commitment to quality.
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BRICK AND BLOCK - SANTINI (BAGGED)

Application over: Brick & Block

Usage location: External: Single-Storey Wall(s): 

Surface preparation
Adhesion Requirements: If brick/blocks are smooth faced and have very little or excessive absorption rates, ROCKCOTE Keycote must be used.   

Surface Preparation:  Substrate must be clean and free of dust, dirt, oil, salt, mould, or any other contamination. Substrate must be wet down to assist with 

correct cement hydration and bonding. 

Application of ROCKCOTE Quick Render may proceed once the “shine” has gone off the wall. 

Before applying any coatings, please ensure the surface contains no more than 15% moisture (WME).

Please read all relevant Technical Data Sheets & Safety Data Sheets prior to product use.

STEP 1

Anti Efflorescent Primer Brush, Roller or SprayApplication method: 

6m2/ltrSpreading rate: 

4 HoursDrying time: 

STEP 2

(1mm DFT*) Tinted

Santini Trowel, High Build Texture Roller or Sheepskin MittApplication method: 

8-15m2/15ltrSpreading rate: 

Up to 3mmDry coating thickness: 

24 HoursDrying time: 

Note

*Dry Film Thickness - ROCKCOTE Santini may require two applications to achieve 1mm build.

Warranty information
The above specification is eligible for a 7.5 year system warranty when applied in accordance with the relevant technical specifications. ROCKCOTE warrants 

all its coatings and coatings systems when applied in accordance with the relevant technical specifications. This warranty not only ensures the client’s 

protection but also ROCKCOTE’s ongoing commitment to quality.
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OFF FORM CONCRETE CEILINGS & SOFFITS - SOFFIT STIPPLE COAT

Application over: Off-Form Concrete Ceilings & Soffits

Usage location: External: Multi-Storey Wall(s): 

Surface preparation
Substrate must be clean and free of dust, dirt, oil, salt, mould, or any other contamination. 

Grind form joints where required, apply two tight coats of ROCKCOTE Smooth Sanding Patch or ROCKCOTE Smooth Set to flush off and feather out joints. 

Any large imperfections in the joints should be patched with ROCKCOTE Patch & Prep then finished with ROCKCOTE Smooth Sanding Patch or ROCKCOTE 

Smooth Set depending on level of finish required.

Please read all relevant Technical Data Sheets & Safety Data Sheets prior to product use.

STEP 1

Masonry Primer Hi Op Brush or Long Nap RollerApplication method: 

6m2/ltrSpreading rate: 

2 HoursDrying time: 

STEP 2

Stipple

Soffit Stipple Coat Texture RollerApplication method: 

2m2/ltrSpreading rate: 

250 micronsDry coating thickness: 

6-8 HoursDrying time: 

STEP 3

Soffit Stipple Coat Long Nap RollerApplication method: 

2-3m2/ltrSpreading rate: 

160 micronsDry coating thickness: 

6-8 HoursDrying time: 

Warranty information
The above specification is eligible for a 10 year system warranty when applied in accordance with the relevant technical specifications. ROCKCOTE warrants 

all its coatings and coatings systems when applied in accordance with the relevant technical specifications. This warranty not only ensures the client’s 

protection but also ROCKCOTE’s ongoing commitment to quality.
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ROCKCOTE Keycote is a cementitious polymer modified adhesive base coat manufactured to exacting conditions from high 

quality, washed and graded sands, general purpose grey Portland cement and proprietary additives conforming to Australian 

Standard 3972. ROCKCOTE Keycote can provide a very strong adhesive bond to difficult substrate surfaces such as smooth 

masonry & clay block surfaces and properly cleaned & prepared pre-painted surfaces, prior to the application of cement based 

renders.

Uses

Designed for use as a base coat over smooth masonry and painted surfaces, fibre cement sheeting, off form concrete 

and tilt up precast concrete panel

Can be used interior and exterior

10m2/20kg @ 1.4mm buildCoverage Rate:

TrowelApplication Method:

1.4-2mmDry Film Build: 

Optimum results are normally achieved by applying 1.4-2mm thick for one coat. 

Application is not recommended in a single coat greater than 3mm thick.

Wet Film Build: 

Typical Data at 25oC and 50% Relative Humidity

Once initial dry set has occurred, rewet 1 - 2 to times a day with clean water 

for 1 day. This is especially important during hot and/or windy weather.

4-8 hoursDrying Time:

24-48 hoursCuring Time:

Suitable for multiple coat application.No of Coats:

Clean with water immediately after use if render has not cured. Remove any 

unwanted material or spatter from surfaces with water as soon as possible and 

preferably before dry. Recently dried render may be more easily removed with 

warm water and detergent.

Clean Up:

20kgPackaging Sizes:

1.5-2 hoursPot Life:

ExcellentAbrasion Resistance:

Substrate Conditions

Must be applied over properly prepared substrates that are free of dirt, dust, grime and any other contaminants.

All substrates must be installed as per manufacturers’ specifications prior to application.

Do not apply if air and surface temperatures are below 5ºC or above 35ºC.
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Benefits

Tough

Water resistant

Features

Only requires addition of water

Easy to use

Exhibits minimal shrinkage
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Application

Mix 20kg of ROCKCOTE Keycote with 4.8 – 5.0 litres of clean water for a minimum of 3 minutes, let stand for 3 

minutes, re-mix and adjust consistency if required.

For masonry surfaces, wet down the wall and once the sheen has receded apply ROCKCOTE Keycote to the entire 

surface and leave rough to provide optimum adhesion for subsequent coats.

For using as a base coat over off form concrete or tilt up precast concrete panels ROCKCOTE Keycote can be applied 

in one or two coats and finished with a plastic trowel or similar to achieve the desired finish.

For best results, ROCKCOTE Keycote is to be applied to a minimum thickness of 1.4mm, leaving surface suitably 

keyed to provide optimum adhesion for subsequent coating.

ROCKCOTE Keycote must be cured for a minimum 48 hours before over coating.

The application of ROCKCOTE Keycote is a specialist procedure and should only be carried out by a skilled and 

experienced applicator in accordance with ROCKCOTE technical specifications.

Precautions and Limits

Should only be applied to glossy impervious painted surface when correctly prepared surface has been roughened for a 

satisfactory key for ROCKCOTE Keycote to adhere.

Should not be applied in temperatures below 5ºC or in very hot and windy conditions or above 35ºC.

Protect from freezing temperatures for 24 hours after application.

Protect from heavy rain for 8 hours after application.

When using ROCKCOTE Keycote as a basecoat within a ROCKCOTE coloured render system, a tinted ROCKCOTE 

acrylic primer must be applied prior to application of coloured render.

ROCKCOTE Keycote must be used prior to use by date.

ROCKCOTE Keycote is not suitable for application in swimming pools.

Transport and Storage

ROCKCOTE Keycote must be kept dry during transportation and storage.

When working with ROCKCOTE Keycote, observe the usual precautions for handling cement based products.

Avoid inhalation of the powder, prolonged skin contact and particularly eye contact.

If contact occurs, flush thoroughly with clean water.

Wear protective clothing to minimise skin contact and wear goggles where spatter is likely.

Where spills occur, sweep up dry material or soak up liquid spillage with sand/sawdust and remove to suitable disposal.

ROCKCOTE Keycote must be used within 1 year of manufacture.

Disposal

Dispose of in accordance with local council regulations

Safety Data

Refer ROCKCOTE Keycote SDS

Disclaimer

ROCKCOTE Enterprises Pty Ltd will not accept responsibility for any misuse of this product or if not applied by a skilled and 

experienced applicator and in accordance with our technical specifications. Due to our policy of continuing product 

improvement, ROCKCOTE Enterprises Pty Ltd reserves the right to change these specifications without further notice. Our 

goods come with guarantees that cannot be excluded under the Australian Consumer Law. You are entitled to a replacement 

or refund for a major failure and compensation for any other reasonably foreseeable loss or damage. You are also entitled to 

have the goods repaired or replaced if the goods fail to be of acceptable quality and the failure does not amount to a major 

failure.

ROCKCOTE ENTERPRISES PTY LTD

ABN 42 066 227 174 

18 Machinery Rd, Yandina Q 4561 

PO Box 230, Yandina Q 4561 

Phone: 1300 736 668 

Web: www.rockcote.com.au 

Email: enquiries@rockcote.com.au 

© Copyright 2019 ROCKCOTE. 

All rights reserved.

Page: 2

TECHNICAL DATA SHEET
ROCKCOTE KEYCOTE

15 Nov 2017Active From: 

Specification ID: 82456



ROCKCOTE Quick Render PM100 is a pre-blended cement render manufactured to exacting specifications composed of high 

quality washed and graded sand, general purpose grey Portland cement and proprietary polymer additives conforming to 

Australian Standard 3972. Properly cured ROCKCOTE Quick Render PM100 exhibits minimal drying shrinkage and is a 

reliable surface for over-coating with acrylic textures and paints. This product meets the requirements of the professional 

tradesperson and the demands of modern construction materials and methods. ROCKCOTE Quick Render PM100 is simple to 

mix and easy to apply and finish. ROCKCOTE Quick Render PM100 has been formulated and designed for use over 

expanded and extruded polystyrene walling systems and must be used as part of the ROCKCOTE Reinforced Render (RRR) 

System.

Uses

ROCKCOTE Quick Render PM100 is suitable for application over properly prepared substrates such as polystyrene, 

brick, block, concrete, AAC blocks and panels, tilt up and off form concrete.

Can be used interior and exterior.

ROCKCOTE Quick Render PM100 is ideal to use as a base coat for ROCKCOTE acrylic Coloured Renders and roll on 

textures.

ROCKCOTE Quick Render PM100 must be overcoated within 28 days of application.

Once initial dry set has occurred, rewet 2 to 3 times a day with clean water for 2 

days. This is especially important during hot and/or windy weather.

2m2/20kg @ 4mm buildCoverage Rate:

Trowel or SprayApplication Method:

4-10mmDry Film Build: 

Optimum results are normally achieved by applying at 4 - 10mm thick per coat. 

ROCKCOTE Quick Render PM100 should not be applied in a single coat greater 

than 10mm thick. If total thickness of coating system is to exceed 10mm, and is to 

be less than 30mm,

Wet Film Build: 

Typical Data at 25oC and 50% Relative Humidity

8 hoursDrying Time:

48 hourCuring Time:
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Benefits

Tough.

Long term exterior protection.

Water repellent.

Can be painted after 48 hours (site mix sand and 

cement must be cured for 28 days prior to 

coating).

Saves time and money.

Can reduce scaffold costs, when used instead of 

site mix sand and cement render.

Forms part of a warranted system for expanded 

and extruded polystyrene walling systems.

Features

Easy to use.

Excellent adhesion to properly prepared 

substrates.

ROCKCOTE Acrybond not required, just add 

water.
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Dries in approximately 8 hours under normal drying conditions. (Dry times 

vary with changes in temperature and humidity and residual moisture in the 

substrate).

Suitable for 1 coat application depending on substrate and method of application.No of Coats:

Clean with water immediately after use if render has not cured. Remove any 

unwanted material or spatter from surfaces with water as soon as possible and 

preferably before dry. Recently dried render may be more easily removed with 

warm water and detergent.

Clean Up:

20kgPackaging Sizes:

ExcellentAbrasion Resistance:

Substrate Conditions

ROCKCOTE Quick Render PM100 must be applied over properly prepared substrates that are free of dirt, dust, grime 

and any other contaminants.

Do not apply ROCKCOTE Quick Render PM100 if air and surface temperatures are below 5ºC or above 35ºC.

All brick and masonry substrates must be wet down prior to the application of ROCKCOTE Quick Render PM100. 

Application should proceed when the wet "shine" has disappeared.

For dense, smooth and difficult substrates ROCKCOTE Keycote must be applied prior to ROCKCOTE Quick Render 

PM100 application to provide optimum adhesion.

When applying over AAC, seal first with one coat of ROCKCOTE Acrybond mixed with an equal part of water to control 

suction and improve adhesion.

Application

For traditional hawk and trowel hand application, mix 20kg of ROCKCOTE Quick Render PM100 to 4.0L of cool clean 

water for a minimum of 3 minutes, let stand for a further 3 minutes and re-mix and adjust to desired consistency.

ROCKCOTE Quick Render PM100 should not be applied in a single coat greater than 10mm.

ROCKCOTE Quick Render PM100 can be sprayed on with a suitable machine such as Mortatec Worker or Mortarman.

ROCKCOTE Quick Render PM100 can be shaved flat, floated and sponged or just shaved if applying a ROCKCOTE 

Coloured Render system.

All windows and doors should be masked up to avoid damage and for ease of cleaning.

Keep the finished ROCKCOTE Quick Render PM100 sheltered from rain & moisture for 24 hours after completion 

dependent on climatic conditions.

Precautions and Limits

ROCKCOTE Quick Render PM100 should not be applied in temperatures below 5ºC or above 35ºC.

ROCKCOTE Quick Render PM100 is not suitable for application over fibre cement sheeting, and swimming pools.

Can be applied up to 10mm per coat.

Transport and Storage

ROCKCOTE Quick Render PM100 must be kept dry during transportation and storage.

When working with ROCKCOTE Quick Render PM100, observe the usual precautions for handling cement based 

products.

Avoid inhalation of the powder, prolonged skin contact and particularly eye contact.

If contact occurs, flush thoroughly with clean water.

Wear protective clothing to minimise skin contact and wear goggles where spatter is likely.

Where spills occur, sweep up dry material or soak up liquid spillage with sand/sawdust and remove to suitable disposal.
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Disposal

Dispose of in accordance with local council regulations

Safety Data

Refer ROCKCOTE Quick Render PM100 SDS.

Disclaimer

ROCKCOTE Enterprises Pty Ltd will not accept responsibility for any misuse of this product or if not applied by a skilled and 

experienced applicator and in accordance with our technical specifications. Due to our policy of continuing product 

improvement, ROCKCOTE Enterprises Pty Ltd reserves the right to change these specifications without further notice. Our 

goods come with guarantees that cannot be excluded under the Australian Consumer Law. You are entitled to a replacement 

or refund for a major failure and compensation for any other reasonably foreseeable loss or damage. You are also entitled to 

have the goods repaired or replaced if the goods fail to be of acceptable quality and the failure does not amount to a major 

failure.
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ROCKCOTE Tuscany Trowel On is a high quality, flexible base coat render. Simply trowel on and float to finish. ROCKCOTE 

Tuscany Trowel On offers economy, as no sponging is required. ROCKCOTE Tuscany Trowel On is both quick and easy to 

use and has been formulated for use over both standard and difficult substrates such as previously painted masonry, off-form 

concrete, A.A.C. panels or blocks, fibre cement sheeting and plasterboard. ROCKCOTE Tuscany Trowel On is recommended 

to be overcoated with ROCKCOTE protective membranes and can be tinted to assist in coverage of subsequent coating 

systems.

Uses

Suitable for application over properly prepared substrates such as brick, block, cement render, off-form concrete, 

previously painted masonry, ROCKCOTE render, concrete, fibre cement sheeting, A.A.C. panels/blocks and 

plasterboard.

Can be used interior and exterior.

Must be overcoated with ROCKCOTE Armour.

Colours and Gloss

Not designed as a coloured finish, but can be tinted to assist in coverage of subsequent coloured coatings.

Figures are a guide only. Coverage rates vary according to substrate, application 

technique, wastage factors and substrate preparation.

MattSheen Level:

12m2/15ltrCoverage Rate:

TrowelApplication Method:

1mmDry Film Build: 

Dry times apply for when applied at 1mm wet film thickness over a sealed surface.Wet Film Build: 

Typical Data at 25oC and 50% Relative Humidity

24 HoursDrying Time:

3 HoursTouch Dry:

24 HoursDry to Coat:

1 or 2No of Coats:

WaterClean Up:

Trade 20L ☐ 15L ☑ 10L ☐ 4L ☐ 1L ☐Packaging Sizes:

82Volume Solids:

up to 5%Thinning:

ExcellentCrack Bridging:

ExcellentAbrasion Resistance:
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Benefits

Easy to apply and finish

No mixing required

Flexible

Highly crack resistant

Features

Water based

Excellent adhesion qualities

Economical
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Substrate Conditions

Must be applied over properly prepared substrates that are free of dirt, dust, grime and any other contaminants.

Substrates must not contain more than 15% moisture prior to application.

Do not apply if air and surface temperatures are below 5ºC or above 35ºC.

If applying over ROCKCOTE Quick Render, application may proceed after 48hrs if properly cured.

Fresh cementitious substrates such as site mix sand and cement render, concrete must be left for up to 28 days to 

sufficiently cure prior to application.

Application

?The ROCKCOTE Tuscany Trowel On is normally trowelled on to the surface in one or two applications & finished with 

a plastic float.

Precautions and Limits

Should not be applied in temperatures below 5ºC or above 35ºC.

Not suitable for areas of continual damp or areas submerged in water.

Must be overcoated with a ROCKCOTE protective membrane.

Transport and Storage

Store in a cool dark place.

Keep pail sealed.

Do not stack over 3 high.

Disposal

Dispose of in accordance with local council regulations

Safety Data

Refer ROCKCOTE Tuscany Trowel On SDS.

Disclaimer

ROCKCOTE Enterprises Pty Ltd will not accept responsibility for any misuse of this product or if not applied by a skilled and 

experienced applicator and in accordance with our technical specifications. Due to our policy of continuing product 

improvement, ROCKCOTE Enterprises Pty Ltd reserves the right to change these specifications without further notice. Our 

goods come with guarantees that cannot be excluded under the Australian Consumer Law. You are entitled to a replacement 

or refund for a major failure and compensation for any other reasonably foreseeable loss or damage. You are also entitled to 

have the goods repaired or replaced if the goods fail to be of acceptable quality and the failure does not amount to a major 

failure.
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ROCKCOTE Masonry Primer Hi Op is a high performance full acrylic primer for use over many different substrates. 

ROCKCOTE Masonry Primer Hi Op provides a low suction substrate that will increase the lifespan of subsequent paint 

coatings. ROCKCOTE Masonry Primer Hi Op is ideal as a primer for use with ROCKCOTE high performance membranes and 

colored textures.

Uses

Reduces suction on porous and high suction substrates such as A.A.C, fibre cement sheeting, render and masonry.

Ideal for priming or sealing substrates prior to the application ROCKCOTE high performance membranes and roll on 

texture systems.

Can be used interior and exterior.

Colours and Gloss

Can be tinted to a wide range of colours.

Approximately 6 square metres per litre, Figures are a guide only. Coverage rates 

vary according to substrate, application technique, wastage factors and substrate 

preparation.

Low SheenSheen Level:

6m2/ltrCoverage Rate:

Brush or Long Nap RollerApplication Method:

Typical Data at 25oC and 50% Relative Humidity

2 hoursDrying Time:

1 hoursTouch Dry:

2 hoursDry to Coat:

1No of Coats:

WaterClean Up:

Trade 20L ☐ 15L ☑ 10L ☐ 4L ☐ 1L ☐Packaging Sizes:

5%Thinning:

ExcellentAbrasion Resistance:

Substrate Conditions

Surfaces should be clean, dry and free from loose or crumbling material, oil or from release agents.

Care should be taken to keep ROCKCOTE Masonry Primer Hi Op off windows and adjacent surfaces that are not to be 

coated, as they can be very difficult to remove once allowed to dry.

All substrates must be installed as per manufacturers’ specifications prior to application.

Not suitable for areas that will be submerged in water or subjected to continual moisture.
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Benefits

Reduces suction.

High opacity (light base)

Features

Alkali resistant.

Easy to use.

Highly adhesive.

Specification ID: 82456



Application

If using multiple pails on a wall, box drums prior to use.

The application of this product is a specialist procedure which should be carried out by a skilled and experienced 

applicator.

It is important to maintain a wet edge when applying to avoid tracking and picture framing. (See ROCKCOTE's article 

on Picture Framing.)

Must be applied evenly and consistently to provide colour consistency and opacity for top coats.

Can be applied with a quality brush or 15-20mm long nap sheepskin roller.

For tilt up precast concrete panels, ROCKCOTE Solprime must be applied prior to application.

Precautions and Limits

Should not be applied in air and surface temperatures below 5ºC or above 35ºC.

Should not be applied over glossy silicone based paints or sealants.

ROCKCOTE Primers should only be used over sound clean substrates, and are not suitable for areas that will be 

submerged in water or subjected to continual moisture.

ROCKCOTE Masonry Primer Hi Op must only be used on substrates with a moisture level of less than 15% WME.

ROCKCOTE Primers are not suitable for use direct to substrates below damp proof installments.

Transport and Storage

Store in a cool dark place.

Keep pail sealed.

Do not stack over 3 high.

Disposal

Spilt Material must be absorbed with sand/sawdust and lifted for proper disposal

Product must not be allowed to run into drains or open bodies of water

Residual small amounts of leftover paint on brushes and rollers should be wiped on to an old newspaper and allowed to 

dry, rather than being washed down the sink.  Dispose of in accordance with local council regulations

Suitable for disposal through the RA Industries Reclaimer Portable Paint Wash Recycling System

Safety Data

Refer to ROCKCOTE Masonry Primer Hi Op SDS

Disclaimer

ROCKCOTE Enterprises Pty Ltd will not accept responsibility for any misuse of this product or if not applied by a skilled and 

experienced applicator and in accordance with our technical specifications. Due to our policy of continuing product 

improvement, ROCKCOTE Enterprises Pty Ltd reserves the right to change these specifications without further notice. Our 

goods come with guarantees that cannot be excluded under the Australian Consumer Law. You are entitled to a replacement 

or refund for a major failure and compensation for any other reasonably foreseeable loss or damage. You are also entitled to 

have the goods repaired or replaced if the goods fail to be of acceptable quality and the failure does not amount to a major 

failure.
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ROCKCOTE Armour is a high performance protective coating. It is a water resistant and highly flexible acrylic membrane that 

can be applied by nap roller, fine texture roller, brush or spray gun. ROCKCOTE Armour is applied in the same manner as 

standard exterior acrylic paint but will provide a much higher level of protection and durability.

Uses

Will provide a standard low profile paint finish or fine build stipple finish over substrates such as brick, block, 

ROCKCOTE renders and textures, concrete, fibre cement sheeting and A.A.C. panels/blocks.

Designed to be used where a high level of crack resistance and a high level of protection against water ingress is 

required.

Provides excellent added durability and ensures a low maintenance coating when combined within a ROCKCOTE 

system.

Can be used interior and exterior.

Colours and Gloss

Can be tinted to a wide range of colours. For exterior applications it is recommended that light-fastness of chosen colours be 

confirmed before ordering.

Low Profile: 4.0-4.7m2/ltr

Medium Profile 3.7m2/ltr

High Profile 3.1-3.3m2/ltr

*Based on smooth substrate

Low Sheen and MattSheen Level:

4m2/ltrCoverage Rate:

Brush, Roller or SprayApplication Method:

86 micronsDry Film Build: 

Low Profile: 215 micronsWet Film Build: 

Typical Data at 25oC and 50% Relative Humidity

4 hoursDrying Time:

1.5 hoursTouch Dry:

4 hoursDry to Coat:

2No of Coats:

WaterClean Up:

Trade 20L ☐ 15L ☑ 10L ☐ 4L ☑ 1L ☐Packaging Sizes:

40Volume Solids:
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Benefits

Excellent colour retention

High water resistance

Long term exterior protection

Mould resistant

Scuff resistant

Easy to use

Easy to maintain

High resistance to cracking

Features

Water based

Excellent flexibility

Vapour permeable

Easy to maintain

Specification ID: 82456



Up to 5% for cutting in & spraying and up to 5% for first coat when applying over 

acrylic texture and render.

Thinning:

310% (ASTM D-412)Elongation Rate:

6.3 times DFT (AS4548.5/F Static Test)Crack Bridging:

ExcellentAbrasion Resistance:

ExcellentMoisture Control:

ExcellentWater Resistance:

Substrate Conditions

Must be applied over properly prepared substrates that are free of dirt, dust, grime and any other contaminants and 

contain less than 15% Wood Moisture Equivalent (WME).

Do not apply if air and surface temperatures are below 5ºC or above 35ºC.

If applying over ROCKCOTE Quick Render, application may proceed after 48hrs if properly cured and contains less 

than 15% WME.

Fresh cementitious substrates such as site mix sand and cement render or concrete must be left for up to 28 days to 

sufficiently cure and contain no more than 15% WME prior to application

ROCKCOTE Anti Efflorescent Primer must be used when coating cementitious substrates such as site mix sand and 

cement render.

Up to 5% water can be added to first coat, when applying over acrylic texture and render.

Application

To ensure colour consistency, the same paint batch should be used on the finish coat. If this is not possible then 

multiple pails should be boxed together.

Be sure to keep a wet edge with this product and plan your work to suit the product and weather conditions. See 

ROCKCOTE’s Technical Article on “Cutting In and avoiding picture framing”.

It is best practice to finish at an external or internal corner, or at a control line when work will continue the next day.

Keep sheltered from rain and moisture for 24-48 hours after completion dependent on climatic conditions.

For a standard low profile paint finish, use a 20mm nap sheepskin roller sleeve (for airless spray use 0.021 to 0.025 

tips).

For a textured stipple effect use a fine or medium texture roller sleeve.

Applicator must check colour prior to application. ROCKCOTE will not accept liability once product has been applied.

Precautions and Limits

Should not be applied in temperatures below 5ºC or above 35ºC.

Not suitable for areas of continual damp .or areas submerged in water.

Not suitable for floors.

Transport and Storage

Store in a cool dark place.

Keep pail sealed.

Do not stack over 3 high.
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Disposal

Spilt Material must be absorbed with sand/sawdust and lifted for proper disposal

Product must not be allowed to run into drains or open bodies of water

Residual small amounts of leftover paint on brushes and rollers should be wiped on to an old newspaper and allowed to 

dry, rather than being washed down the sink.  Dispose of in accordance with local council regulations

Suitable for disposal through the RA Industries Reclaimer Portable Paint Wash Recycling System

Safety Data

Refer to ROCKCOTE Armour SDS

Disclaimer

ROCKCOTE Enterprises Pty Ltd will not accept responsibility for any misuse of this product or if not applied by a skilled and 

experienced applicator and in accordance with our technical specifications. Due to our policy of continuing product 

improvement, ROCKCOTE Enterprises Pty Ltd reserves the right to change these specifications without further notice. Our 

goods come with guarantees that cannot be excluded under the Australian Consumer Law. You are entitled to a replacement 

or refund for a major failure and compensation for any other reasonably foreseeable loss or damage. You are also entitled to 

have the goods repaired or replaced if the goods fail to be of acceptable quality and the failure does not amount to a major 

failure.
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ROCKCOTE Armour Flex is a high build, high performance protective coating. It is a water resistant and highly flexible acrylic 

membrane that can be applied by nap roller, texture roller, brush or spray gun. ROCKCOTE Armour Flex is ideally suited to 

applications that require a superior level of protection, such as high rise buildings, commercial buildings and areas of high 

coastal exposure.

Uses

Will provide a standard low profile paint finish or medium build stipple finish over substrates such as brick, block, 

ROCKCOTE renders and textures, concrete, fibre cement sheeting and A.A.C. panels/blocks.

Designed to be used where a superior level of crack resistance and a superior level of protection against water ingress 

is required.

Provides excellent added durability and ensures a low maintenance coating when combined within a ROCKCOTE 

System.

Can be used interior and exterior.

Colours and Gloss

?Can be tinted to a wide range of colours. For exterior applications it is recommended that light-fastness of chosen colours be 

confirmed before ordering.

Low Profile: 3.0m2/ltr* per coat 

Medium Stipple Profile: 2.0m2/ltr per coat

*Based on smooth substrate

Available in Matt and Low SheenSheen Level:

3m2/ltrCoverage Rate:

Long Nap RollerApplication Method:

160-250 µm depending on roller usedDry Film Build: 

Low Profile: 330 µm per coat

Medium Profile: 400-500 µm per coat

Wet Film Build: 

Typical Data at 25oC and 50% Relative Humidity

6-8 hoursDrying Time:

2 hoursTouch Dry:

6-8 hoursDry to Coat:

2No of Coats:

WaterClean Up:
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Benefits

Excellent colour retention

Very high water resistance

Long term exterior protection

Mould resistant

Scuff resistant

Easy to use

Easy to maintain

Very high resistance to cracking

Will bridge existing cracks of up to 1mm

Features

Water based

Excellent flexibility

Vapour permeable

Easy to maintain

Specification ID: 82456



Trade 20L ☐ 15L ☑ 10L ☐ 4L ☐ 1L ☐Packaging Sizes:

50Volume Solids:

Up to 5% for cutting in & spraying and up to 5% for first coat when applying over 

acrylic texture and render.

Thinning:

700% (ASTM D-412)Elongation Rate:

8.9 times DFT (AS4548.5/F Static Test)Crack Bridging:

ExcellentAbrasion Resistance:

ExcellentMoisture Control:

ExcellentWater Resistance:

Substrate Conditions

Must be applied over properly prepared substrates that are free of dirt, dust, grime and any other contaminants and 

contain less than 15% Wood Moisture Equivalent (WME).

Do not apply if air and surface temperatures are below 5ºC or above 35ºC.

If applying over ROCKCOTE Quick Render, application may proceed after 48 hours if properly cured and contains less 

than 15% WME.

Fresh cementitious substrates such as site mix sand and cement render or concrete must be left for up to 28 days to 

sufficiently cure and contain no more than 15% WME prior to application.

Anti Efflorescent Primer must be used when coating cementitious substrates such as site mix sand and cement render.

?Up to 5% water can be added to first coat, when applying over acrylic texture and render.

Application

To ensure colour consistency, the same paint batch should be used on the finish coat. If this is not possible then 

multiple pails should be boxed together.

Be sure to keep a wet edge with this product and plan your work to suit the product and weather conditions. See 

ROCKCOTE’s Technical Article on “Cutting In and avoiding picture framing”.

It is best practice to finish at an external or internal corner, or at a control line when work will continue the next day.

Keep sheltered from rain and moisture for 24-48 hours after completion dependent on climatic conditions.

For a standard low profile paint finish, use a 20mm nap sheep skin roller sleeve (for airless spray use 0.021 to 0.025 

tips).

For a textured stipple effect use a fine or medium texture roller sleeve.

Applicator must check colour prior to application. ROCKCOTE will not accept liability once product has been applied.

Precautions and Limits

Should not be applied in temperatures below 5ºC or above 35ºC.

Not suitable for areas of continual damp or areas submerged in water.

Not suitable for floors.

Transport and Storage

Store in a cool dark place.

Keep pail sealed.

Do not stack over 3 high.
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Disposal

Spilt Material must be absorbed with sand/sawdust and lifted for proper disposal

Product must not be allowed to run into drains or open bodies of water

Residual small amounts of leftover paint on brushes and rollers should be wiped on to an old newspaper and allowed to 

dry, rather than being washed down the sink.  Dispose of in accordance with local council regulations

Suitable for disposal through the RA Industries Reclaimer Portable Paint Wash Recycling System

Safety Data

Refer to ROCKCOTE Armour Flex SDS

Disclaimer

ROCKCOTE Enterprises Pty Ltd will not accept responsibility for any misuse of this product or if not applied by a skilled and 

experienced applicator and in accordance with our technical specifications. Due to our policy of continuing product 

improvement, ROCKCOTE Enterprises Pty Ltd reserves the right to change these specifications without further notice. Our 

goods come with guarantees that cannot be excluded under the Australian Consumer Law. You are entitled to a replacement 

or refund for a major failure and compensation for any other reasonably foreseeable loss or damage. You are also entitled to 

have the goods repaired or replaced if the goods fail to be of acceptable quality and the failure does not amount to a major 

failure.
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ROCKCOTE Anti Efflorescent Primer provides an effective barrier coat against efflorescence. It has excellent adhesion and 

will provide a slip resistant finish for easy application of subsequent trowel applied coatings. ROCKCOTE Anti Efflorescent 

Primer should be used for the priming of all site-mixed renders and mortar-jointed brick/block walls. Allow 28 days for site-

mixed renders to cure before applying ROCKCOTE Anti Efflorescent Primer.(See ROCKCOTE Technical Specification on 

efflorescence and its removal.)

Uses

Must be used over site mix renders prior to the application of other ROCKCOTE applications.

Reduces suction on porous and high suction substrates such as A.A.C and fibre cement sheeting.

Ideal for priming or sealing substrates prior to the application ROCKCOTE Coloured Render and roll on texture systems.

Due to its unique anti slip qualities is ideal for applying over smooth surfaces prior to application of ROCKCOTE trowel 

on Coloured Renders or base coats.

Can be used interior and exterior.

For use in areas where efflorescence may occur.

Colours and Gloss

?Can be tinted to a wide range of colours.

Approximately 6 square metres per litre, Figures are a guide only. Coverage rates 

vary according to substrate, application technique, wastage factors.

MattSheen Level:

6m2/ltrCoverage Rate:

Brush, Roller or SprayApplication Method:

Typical Data at 25oC and 50% Relative Humidity

4 hoursDrying Time:

2 hoursTouch Dry:

4 hoursDry to Coat:

1No of Coats:

WaterClean Up:

Trade 20L ☐ 15L ☑ 10L ☐ 4L ☐ 1L ☐Packaging Sizes:

5%Thinning:

ExcellentAbrasion Resistance:
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Benefits

Limited slip properties

Reduces suction

Can be tinted

Low roller spatter

Eliminates efflorescence

Features

Alkali resistant

Easy to apply

Highly adhesive

Specification ID: 82456



Substrate Conditions

Surfaces should be clean, dry and free from loose or crumbling material, oil or form release agents.

Care should be taken to keep ROCKCOTE primers off windows and adjacent surfaces that are not to be coated, as 

they can be very difficult to remove once allowed to dry.

All substrates must be installed as per manufacturers’ specifications prior to application.

Not suitable for areas that will be submerged in water or subjected to continual moisture.

Application

Check colour before use.

If using multiple pails on a wall, box drums prior to use.

The application of this product is a specialist procedure which should be carried out by a skilled and experienced 

applicator.

It is important to maintain a wet edge when applying to avoid tracking and picture framing. [See ROCKCOTE's article 

on Picture framing.]

Must be applied evenly and consistently to provide colour consistency and opacity for top coats.

Can be applied with a quality brush or 15-20mm long nap sheepskin roller.

For tilt up precast concrete panels, ROCKCOTE Solprime must be applied prior application of this product.

Precautions and Limits

Should not be applied in air and surface temperatures below 5ºC or above 35ºC.

ROCKCOTE Primers should only be used over sound clean substrates, and are not suitable for areas that will be 

submerged in water or subjected to continual moisture.

ROCKCOTE primers must only be used on substrates with a moisture level of less than 15% WME.

ROCKCOTE primers are not suitable for use direct to substrate below damp proof installments.

Transport and Storage

Store in a cool dark place.

Keep pail sealed.

Do not stack over 3 high.

Disposal

Spilt Material must be absorbed with sand/sawdust and lifted for proper disposal

Product must not be allowed to run into drains or open bodies of water

Residual small amounts of leftover paint on brushes and rollers should be wiped on to an old newspaper and allowed to 

dry, rather than being washed down the sink.  Dispose of in accordance with local council regulations

Suitable for disposal through the RA Industries Reclaimer Portable Paint Wash Recycling System

Safety Data

Refer to ROCKCOTE Anti Efflorescent Primer SDS

Disclaimer

ROCKCOTE Enterprises Pty Ltd will not accept responsibility for any misuse of this product or if not applied by a skilled and 

experienced applicator and in accordance with our technical specifications. Due to our policy of continuing product 

improvement, ROCKCOTE Enterprises Pty Ltd reserves the right to change these specifications without further notice. Our 

goods come with guarantees that cannot be excluded under the Australian Consumer Law. You are entitled to a replacement 

or refund for a major failure and compensation for any other reasonably foreseeable loss or damage. You are also entitled to 

have the goods repaired or replaced if the goods fail to be of acceptable quality and the failure does not amount to a major 

failure.
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ROCKCOTE Santini is composed of a high performance pure acrylic binder containing finely graded quartz sand and durable 

colour pigments, along with incorporated powerful mould and fungus inhibitors. ROCKCOTE Santini will provide a medium to 

heavy "bagged" finish when applied with a sponge or sheepskin mitt. Other attractive finishes such as broom finish can also be 

achieved, depending on method of application and finishing.

Uses

ROCKCOTE Santini is suitable for application over properly prepared substrates such as brick, block, cement render, 

ROCKCOTE render, concrete, cement sheeting, AAC panels/blocks, and plasterboard.

Can be used interior and exterior.

Primarily for decoration and protection of surfaces but will also camouflage minor imperfection within a substrate.

Can be over coated with ROCKCOTE Armour for added durability and lower maintenance.

Colours and Gloss

Can be tinted to a wide range of colours, from soft natural tones to strong vibrant colours.

Low sheen when over coated with ROCKCOTE Armour/Flex.

Coverage rates may vary according to the condition of the substrate, desired finish 

or method of application. ROCKCOTE Santini is usually applied at the rate of 

approximately 8 – 15 square metres per 15 litre drum. Care must be taken to avoid 

excessive build-up in corners and at reveals.

MattSheen Level:

8-15m2/15ltrCoverage Rate:

Trowel, High Build Texture Roller or Sheepskin MittApplication Method:

Approximately 1.5mmDry Film Build: 

Up to 3mmWet Film Build: 

Typical Data at 25oC and 50% Relative Humidity

24 hoursDrying Time:

4 hoursTouch Dry:

24 hoursDry to Coat:

1No of Coats:

WaterClean Up:

Trade 20L ☐ 15L ☑ 10L ☐ 4L ☐ 1L ☐Packaging Sizes:

Up to 5%Thinning:

Bridge cracks up to 900µm per applied coat.Crack Bridging:
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Benefits

Tough.

Flexible.

Water resistant.

Excellent adhesion.

Long term exterior protection.

Can minimise surface imperfections.

Tinted in the same way as paint, ensuring colour 

consistency.

Features

Water based.

Ease of use.

Inexpensive way to achieve a rendered finish.

Vapour permeable.

Specification ID: 82456



ExcellentAbrasion Resistance:

ExcellentWater Resistance:

Substrate Conditions

It is advisable to apply a primer that has been tinted to the required finish colour to ensure colour consistency.

ROCKCOTE Santini must be applied over properly prepared substrates that are free of dirt, dust, grime and any other 

contaminants.

Substrates must not contain more than 15% moisture (WME) prior to the application of ROCKCOTE Santini.

Do not apply ROCKCOTE Santini if air and surface temperatures are below 5ºC or above 35ºC.

If applying over ROCKCOTE Quick Render, application of ROCKCOTE Santini may proceed after 48 hours if properly 

cured.

Application

The application of ROCKCOTE Santini is a specialised procedure and should only be carried out by a skilled and 

experienced applicator in accordance with ROCKCOTE’s specifications.

If using multiple pails of ROCKCOTE Santini contents must be boxed together to ensure colour consistency.

Be sure to keep a wet edge with this product and plan your work to suit the product and weather conditions. See 

ROCKCOTE’s Technical Article on Cutting In and avoiding “Picture Framing”.

If joining up to previous day’s application, it is "good working practice" to start and finish on an external or internal 

corner.

Keep the finished ROCKCOTE Santini sheltered from rain and moisture for 24-48 hours after completion dependent on 

climatic conditions.

Can be applied with a high build texture roller, trowel or by sheepskin mitt to achieve desired finish.

Precautions and Limits

ROCKCOTE Santini should not be applied in temperatures below 5ºC or above 35ºC.

ROCKCOTE Santini is not suitable for areas of continual damp or areas submerged in water.

Transport and Storage

Store in a cool dark place.

Keep pail sealed.

Do not stack over 3 high.

Disposal

Dispose of in accordance with local council regulations

Safety Data

Refer to ROCKCOTE Santini SDS.

Disclaimer

ROCKCOTE Enterprises Pty Ltd will not accept responsibility for any misuse of this product or if not applied by a skilled and 

experienced applicator and in accordance with our technical specifications. Due to our policy of continuing product 

improvement, ROCKCOTE Enterprises Pty Ltd reserves the right to change these specifications without further notice. Our 

goods come with guarantees that cannot be excluded under the Australian Consumer Law. You are entitled to a replacement 

or refund for a major failure and compensation for any other reasonably foreseeable loss or damage. You are also entitled to 

have the goods repaired or replaced if the goods fail to be of acceptable quality and the failure does not amount to a major 

failure.
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ROCKCOTE Soffit Stipple Coat is a 100% acrylic water based stipple finish for exterior concrete soffits and ceilings in multi-

story buildings. Flexible and able to bridge cracks over 1mm in thickness, ROCKCOTE Soffit Stipple Coat delivers an attractive 

matt finish to hide imperfections with a uniform stippled texture.

Uses

Designed specifically for creating a uniform stippled texture over pre cast and off form ceilings and soffits.

Can be used interior and exterior.

Colours and Gloss

Can be tinted to white base colours only

Medium Stipple Profile: 2.0m2/ltr per coat

*Based on smooth substrate

MattSheen Level:

2-3m2/ltrCoverage Rate:

Long Nap Roller or stipple texture rollerApplication Method:

160-250 µm depending on roller usedDry Film Build: 

Medium Profile: 400-500 µm per coatWet Film Build: 

Typical Data at 25oC and 50% Relative Humidity

6-8 hoursDrying Time:

2 hoursTouch Dry:

6-8 hoursDry to Coat:

2No of Coats:

WaterClean Up:

Trade 20L ☐ 15L ☑ 10L ☐ 4L ☐ 1L ☐Packaging Sizes:

50Volume Solids:

Up to 5%Thinning:

8.9 times DFT (AS4548.5/F Static Test)Crack Bridging:

ExcellentAbrasion Resistance:

ExcellentMoisture Control:

ExcellentWater Resistance:

Substrate Conditions

Must be applied over properly prepared substrates that are free of dirt, dust, grime and any other contaminants and 

contain less than 15% Wood Moisture Equivalent (WME).

Do not apply if air and surface temperatures are below 5ºC or above 35ºC.

Fresh cementitious substrates such as site mix sand and cement render or concrete must be left for up to 28 days to 

sufficiently cure and contain no more than 15% WME prior to application.
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Benefits

Mould resistant

Matt finish

Easy to use

Will bridge existing cracks of up to 1mm

Features

Water based

Excellent flexibility

Vapour permeable

Easy to maintain
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Application

To ensure colour consistency, the same paint batch should be used on the finish coat. If this is not possible then 

multiple pails should be boxed together.

Be sure to keep a wet edge with this product and plan your work to suit the product and weather conditions. See 

ROCKCOTE’s Technical Article on “Cutting In and avoiding picture framing”.

It is best practice to finish at an external or internal corner, or at a control line when work will continue the next day.

Keep sheltered from rain and moisture for 24-48 hours after completion dependent on climatic conditions.

For a textured stipple effect use a fine or medium texture roller sleeve.

Applicator must check colour prior to application. ROCKCOTE will not accept liability once product has been applied.

Precautions and Limits

Should not be applied in temperatures below 5ºC or above 35ºC.

Not suitable for areas of continual damp or areas submerged in water.

Not suitable for floors.

Transport and Storage

Store in a cool dark place.

Keep pail sealed.

Do not stack over 3 high.

Disposal

Spilt Material must be absorbed with sand/sawdust and lifted for proper disposal

Product must not be allowed to run into drains or open bodies of water

Residual small amounts of leftover paint on brushes and rollers should be wiped on to an old newspaper and allowed to 

dry, rather than being washed down the sink.  Dispose of in accordance with local council regulations

Suitable for disposal through the RA Industries Reclaimer Portable Paint Wash Recycling System

Safety Data

Refer to ROCKCOTE Soffit Stipple Coat SDS

Disclaimer

ROCKCOTE Enterprises Pty Ltd will not accept responsibility for any misuse of this product or if not applied by a skilled and 

experienced applicator and in accordance with our technical specifications. Due to our policy of continuing product 

improvement, ROCKCOTE Enterprises Pty Ltd reserves the right to change these specifications without further notice. Our 

goods come with guarantees that cannot be excluded under the Australian Consumer Law. You are entitled to a replacement 

or refund for a major failure and compensation for any other reasonably foreseeable loss or damage. You are also entitled to 

have the goods repaired or replaced if the goods fail to be of acceptable quality and the failure does not amount to a major 

failure.
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Classified as hazardous according to criteria of Worksafe Australia

SECTION 1: IDENTIFICATION OF THE SUBSTANCE/MIXTURE AND OF THE COMPANY

1.1 Product identifier

ROCKCOTE KeycoteTrade Names:

None ListedOther Names:

3379Product Code:

1.2 Relevant identified uses of the product

Thin section high adhesive cement renderApplication:

SECTION 2: HAZARDS IDENTIFICATION

2.2 Label element

Exclamation Mark; Health HazardPictograms:

WARNINGSignal word:

H319 Causes serious eye irritation

H373 May cause damage to organs through prolonged or repeated 

exposure

H335 May cause respiratory irritation

H315 Causes skin irritation

Hazard statements:

P260 Do not breathe dust/fume/gas/mist/vapours/spray.

P280 Wear protective gloves/protective clothing/eye 

protection/face protection.

P312 Call a POISON CENTER or doctor/physician if you feel 

unwell.

P305+P351+P338 IF IN EYES: Rinse cautiously with water for several 

minutes. Remove contact lenses, if present and easy to 

do so. Continue rinsing.

P304+P340 IF INHALED: Remove victim to fresh air and keep at rest 

in a position comfortable for breathing.

P332+P313 If skin irritation occurs: Get medical advice/attention.

P501 Dispose of contents/container in accordance with local 

regulations.

Precautionary statements:

2.3 Other hazards

Not relevantOther hazards:

Skin Irritation. 2. H315; Eye Irritation. 2A H319; STOT SE. 3. H335; STOT RE. 2 

H373

2.1 Classification of product

SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS

3.1 Mixtures

The product contains: cement

The following substances shall be indicated according to legislation:
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% CAS-No. Chemical Name Hazard Classification

70-90% - Non Hazardous Not relevant

10-30% 65997-15-1 Portland Cement STOT SE 3;H335

Skin Irritation. 2;H315

Eye Irritation. 2;H319

STOT RE 2;H373

SECTION 4: FIRST AID MEASURES

4.1 Description of first aid measures

Move subject to fresh air. Monitor and consult physician if concerned.Inhalation:

Wash affected areas thoroughly with soap & water. Consult a physician if irritation 

persists.

Skin contact:

Flush eyes with large amount of water for at least 15 minutes, holding the eyelids 

apart. Consult a physician if irritation persists.

Eye contact:

Flush mouth with copious quantities of water. Consult a physician.Ingestion:

4.2 Symptoms caused by exposure

Dust may irritate airway and cause coughing.Inhalation:

Dust may irritate moist skin. Prolonged exposure could result in allergic reaction 

such as a

rash or burning sensation.

Skin contact:

Contact with eye can cause permanent eye damage – immediately seek first aid.Eye contact:

Can cause irritation to the throat and stomachIngestion:

4.3 Medical attention, special treatment

Not relevant

SECTION 5: FIRE FIGHTING MEASURES

5.1 Suitable extinguishing media

Non Flammable Material. Use suitable extinguishing media for the surrounding areaExtinguishing media:

5.3 Special protection equipment and precautions for firefighters

When water is to be used as an extinguishing media, chemical-resistant clothing 

should be used along with respiratory protection.

Firefighters:

Not relevant.5.2 Specific hazards

SECTION 6: ACCIDENTAL RELEASE MEASURES

6.1 Personal precautions, protective equipment and emergency procedures

Avoid inhalation or contact with skinPersonal precautions:

6.2 Environment precautions

Do not allow this product to be released in to storm water drains, creeks or open 

bodies of water. Dump in accordance with local regulations.

Environment precautions:

6.3 Methods and materials for containment and cleanup

Vacuum where possible. Sweep with a brush or broom.Cleaning up spillage:
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SECTION 7: HANDLING AND STORAGE

7.1 Precautions for safe handling

Avoid contact with skin and eyes. Avoid dust.Safe handling:

7.2 Conditions for safe storage, including any incompatibilities

Not relevant.Safe storage incompatibilities:

Store in a closed container to avoid dust. Keep dry.Safe storage:

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION

CAS-No. Chemical Name Exposure Limits Type References

65997-15-1 Portland Cement, inhalable dust 10 mg/m3 TWA USECHH 2000

65997-15-1 Portland Cement, respirable dust 3 mg/m3 TWA USECHH 2000

8.2 Exposure controls

Provide adequate ventilation. Observe occupational exposure limits and minimise 

the risk of inhalation of dust.

Engineering measures:

Personal protection equipment should be chosen in discussion with the supplier of 

the personal protective equipment.

Personal protection:

During dust-raising work: Use respiratory equipment with particle filter.Respiratory equipment:

Wear protective gloves. Nitrile gloves are recommended, other types of gloves can 

be recommended by the glove supplier.

Hand protection:

Wear goggles/face shield.Eye protection:

Wear special protective clothing. Hood or helmet should be used in connection with 

splashing work.

Skin protection:

Remove contaminated clothing and wash the skin thoroughly with soap and water 

after work.

Hygiene measures:

Not available.Environment exposure controls:

Occupational exposure limits:8.1 Control Parameters

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES

9.1 Physical and chemical properties

Grey powderAppearance:

CementOdour:

Not relevantOdour threshold:

Alkaline (approx. 12 – when mixed with water)pH:

Non-combustibleFlash point:

Miscible in waterSolubility in water:

StableStability:

9.2 Other information

Not relevantVolatile component:

Not relevantAuto ignition temp:

SECTION 10: STABILITY AND REACTIVITY

10.1 Reactivity
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None knownReactivity:

10.2 Chemical stability

Product is stable under normal temperature conditions.Chemical stability:

10.3 Conditions to avoid

This product will harden with the addition of water or moisture.Conditions/materials to avoid:

10.4 Incompatible materials and possible hazardous reactions

None knownIncompatible materials:

Not relevantHazardous reactions:

10.5 Hazardous decomposition Products

Not relevantHazardous decomposition products:

SECTION 11: TOXICOLOGICAL INFORMATION

11.1 Information and symptoms related to exposure

Specific Target Organ Toxicity (STOT)

Can cause coughing and irritation to airway.Single exposure:

Repeated exposure over a long period of time may cause coughing with phlegm, 

shortness of breath and wheezing.

Repeated exposure:

No data available.Acute toxicity:

Repeated or prolonged exposure to skin can cause dermatitisSkin corrosion/irritation:

Exposure can cause conjunctivitis, blepharitis and general irritation to the eyes.Serious eye damage/irritation:

Dust can irritate airways. Prolonged exposure may cause coughing or wheezing.Respiratory or skin sensitisation:

No data availableGerm cell mutagenicity:

No data availableAspiration hazard:

11.2 Numerical Measures of Toxicity

No data availableNumerical measures:

11.3 Immediate, delayed or chronic health effects from exposure

Irritation of the eyes, skin and respiratory tract.Immediate:

Allergic skin reaction, coughing and wheezing.Delayed:

Increased chance of bronchitis, conjunctivitis, ulcers of the nose and dermatitis.Chronic:

11.4 Exposure levels

No data availableExposure levels:

11.5 Interactive effects

Respiratory conditions such as asthma can increase risk of coughing and wheezing.Inhalation:

Sensitivity of the skin can lead to greater risk of allergic skin reactions.Skin contact:

11.6 Data limitations

Not relevantData limitations:

SECTION 12: ECOLOGICAL INFORMATION

12.1 Toxicity

This product is not expected to be hazardous to the environment.EcoToxicity:
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12.2 Degradability

When mixed with water, this product will form into a hard mass that is non-

degradable.

Degradability:

12.3 Bio-accumulative potential

No data availableBio-accumulative potential:

12.4 Mobility in soil

No data availableMobility in soil:

12.5 Other adverse effects

None known.Other adverse effects:

SECTION 13: DISPOSAL CONSIDERATIONS

13.1 Waste disposal

Dispose of waste in accordance with local regulations. Waste is considered 

hazardous. Material that has hardened (with the addition of water) is considered 

non-hazardous. The packaging is 100% recyclable, remove all traces of mixture 

from bag and dispose of in a recycling bin. Do not allow product to enter sewerage 

system as this will block the sewerage system.

Waste disposal:

SECTION 14: TRANSPORT INFORMATION

14.1 UN number

None allocatedUN number:

14.2 Proper shipping name

None allocatedProper shipping name:

14.3 Transport hazard class

None allocatedTransport hazard class:

14.4 Packing group

None allocatedPacking group:

14.5 Environmental hazards

Not relevantEnvironmental hazards:

14.6 Special precautions during transport

Not relevantSpecial precautions during transport:

14.7 Hazchem code

Not relevantHazchem code:

SECTION 15: REGULATORY INFORMATION

15.1 Safety, health and environmental regulations specific for the product

Not relevantRegulations:

15.2 Poisons schedule number

Not relevantSchedule number:
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SECTION 16: OTHER INFORMATION

This SDS has been compiled on the date at the top of the first page. The SDS is reviewed every 5 years, the latest

version is available on the ROCKCOTE website. www.rockcote.com.au This SDS has been prepared as a completely

renewed document to bring into line with the Code of Practice- Preparation of Safety Data Sheets for Hazardous

Chemicals. February 2016.

This SDS will be updated from time to time, whenever new information becomes available of if there is a formulation

change.

GHS means Globally Harmonized System

CAS means Chemical Abstract Service

N/A means Not Applicable

TWA means Time Weighted Average

USECHH means Use and Standard of Exposure Chemical Hazardous to Health.

STOT means Specific Target Organ Toxicity

STOT SE means Specific Target Organ Toxicity – Single Exposure

STOT RE means Specific Target Organ Toxicity – Repeated Exposure

mg/m3 means milligram per cubic metre

This SDS has been prepared using information provided by the manufactures of the ingredients contained in this

product. This product is a mixture of ingredients.
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Classified as hazardous according to criteria of Worksafe Australia.

SECTION 1: IDENTIFICATION OF THE SUBSTANCE/MIXTURE AND OF THE COMPANY

1.1 Product identifier

ROCKCOTE Quick Render PM100Trade Names:

None ListedOther Names:

1486Product Code:

1.2 Relevant identified uses of the product

Cement render for interior and exterior applications.Application:

SECTION 2: HAZARDS IDENTIFICATION

2.2 Label element

Exclamation Mark; Health HazardPictograms:

WARNINGSignal word:

H319 Causes serious eye irritation

H315 Causes skin irritation

H373 May cause damage to organs through prolonged or repeated 

exposure

H335 May cause respiratory irritation

Hazard statements:

P305+P351+P338 IF IN EYES: Rinse cautiously with water for several 

minutes. Remove contact lenses, if present and easy to 

do so. Continue rinsing.

P501 Dispose of contents/container in accordance with local 

regulations.

P280 Wear protective gloves/protective clothing/eye 

protection/face protection.

P304+P340 IF INHALED: Remove victim to fresh air and keep at rest 

in a position comfortable for breathing.

P332+P313 If skin irritation occurs: Get medical advice/attention.

P312 Call a POISON CENTER or doctor/physician if you feel 

unwell.

P260 Do not breathe dust/fume/gas/mist/vapours/spray.

Precautionary statements:

2.3 Other hazards

Not relevantOther hazards:

Skin Irritation. 2. H315; Eye Irritation. 2A H319; STOT SE. 3. H335; STOT RE. 2 

H373

2.1 Classification of product

SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS

3.1 Mixtures

The product contains: cement

The following substances shall be indicated according to legislation:

ROCKCOTE ENTERPRISES PTY LTD

ABN 42 066 227 174 

18 Machinery Rd, Yandina Q 4561 

PO Box 230, Yandina Q 4561 

Phone: 1300 736 668 

Web: www.rockcote.com.au 

Email: enquiries@rockcote.com.au 

© Copyright 2019 ROCKCOTE. 

All rights reserved.

Page: 1

SAFETY DATA SHEET
ROCKCOTE QUICK RENDER PM100

01 Oct 2016Active From

Specification ID: 82456



% CAS-No. Chemical Name Hazard Classification

70-90% - Non Hazardous Not relevant

10-30% 65997-15-1 Portland Cement STOT SE 3;H335

Skin Irritation. 2;H315

Eye Irritation. 2;H319

STOT RE 2;H373

SECTION 4: FIRST AID MEASURES

4.1 Description of first aid measures

Move subject to fresh air. Monitor and consult physician if concerned.Inhalation:

Wash affected areas thoroughly with soap & water. Consult a physician if irritation 

persists.

Skin contact:

Flush eyes with large amount of water for at least 15 minutes, holding the eyelids 

apart. Consult a physician if irritation persists.

Eye contact:

Flush mouth with copious quantities of water. Consult a physicianIngestion:

4.2 Symptoms caused by exposure

Dust may irritate airway and cause coughing.Inhalation:

Dust may irritate moist skin. Prolonged exposure could result in allergic reaction 

such as a rash or burning sensation.

Skin contact:

Contact with eye can cause permanent eye damage – immediately seek first aid.Eye contact:

Can cause irritation to the throat and stomach.Ingestion:

4.3 Medical attention, special treatment

Not relevant.

SECTION 5: FIRE FIGHTING MEASURES

5.1 Suitable extinguishing media

Non Flammable Material. Use suitable extinguishing media for the surrounding 

area.

Extinguishing media:

5.3 Special protection equipment and precautions for firefighters

When water is to be used as an extinguishing media, chemical-resistant clothing 

should be used along with respiratory protection.

Firefighters:

Not relevant.5.2 Specific hazards

SECTION 6: ACCIDENTAL RELEASE MEASURES

6.1 Personal precautions, protective equipment and emergency procedures

Avoid inhalation or contact with skin.Personal precautions:

6.2 Environment precautions

Do not allow this product to be released in to storm water drains, creeks or open 

bodies of water. Dump in accordance with local regulations.

Environment precautions:

6.3 Methods and materials for containment and cleanup

Vacuum where possible. Sweep with a brush or broom.Cleaning up spillage:
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SECTION 7: HANDLING AND STORAGE

7.1 Precautions for safe handling

Avoid contact with skin and eyes. Avoid dust.Safe handling:

7.2 Conditions for safe storage, including any incompatibilities

Not relevant.Safe storage incompatibilities:

Store in a closed container to avoid dust. Keep dry.Safe storage:

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION

CAS-No. Chemical Name Exposure Limits Type References

65997-15-1 Portland Cement, inhalable dust 10 mg/m3 TWA USECHH 2000

65997-15-1 Portland Cement, respirable dust 3 mg/m3 TWA USECHH 2000

8.2 Exposure controls

Provide adequate ventilation. Observe occupational exposure limits and minimise 

the risk of inhalation of dust.

Engineering measures:

Personal protection equipment should be chosen in discussion with the supplier of 

the personal protective equipment.

Personal protection:

During dust-raising work: Use respiratory equipment with particle filter.Respiratory equipment:

Wear protective gloves. Nitrile gloves are recommended, other types of gloves can 

be recommended by the glove supplier.

Hand protection:

Wear goggles/face shield.Eye protection:

Wear special protective clothing. Hood or helmet should be used in connection with 

splashing work.

Skin protection:

Remove contaminated clothing and wash the skin thoroughly with soap and water 

after work.

Hygiene measures:

Not available.Environment exposure controls:

Occupational exposure limits:8.1 Control Parameters

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES

9.1 Physical and chemical properties

Grey powderAppearance:

CementOdour:

Not relevantOdour threshold:

Alkaline (approx. 12 – when mixed with water)pH:

Non-combustibleFlash point:

Miscible in waterSolubility in water:

StableStability:

9.2 Other information

Not relevantVolatile component:

Not relevantAuto ignition temp:

SECTION 10: STABILITY AND REACTIVITY

10.1 Reactivity
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None knownReactivity:

10.2 Chemical stability

Product is stable under normal temperature conditions.Chemical stability:

10.3 Conditions to avoid

This product will harden with the addition of water or moisture.Conditions/materials to avoid:

10.4 Incompatible materials and possible hazardous reactions

None knownIncompatible materials:

Not relevantHazardous reactions:

10.5 Hazardous decomposition Products

Not relevantHazardous decomposition products:

SECTION 11: TOXICOLOGICAL INFORMATION

11.1 Information and symptoms related to exposure

Specific Target Organ Toxicity (STOT)

Can cause coughing and irritation to airway.Single exposure:

Repeated exposure over a long period of time may cause coughing with phlegm, 

shortness of breath and wheezing.

Repeated exposure:

No data available.Acute toxicity:

Repeated or prolonged exposure to skin can cause dermatitis.Skin corrosion/irritation:

Exposure can cause conjunctivitis, blepharitis and general irritation to the eyes.Serious eye damage/irritation:

Dust can irritate airways. Prolonged exposure may cause coughing or wheezing.Respiratory or skin sensitisation:

No data available.Germ cell mutagenicity:

No data available.Aspiration hazard:

11.2 Numerical Measures of Toxicity

No data available.Numerical measures:

11.3 Immediate, delayed or chronic health effects from exposure

Irritation of the eyes, skin and respiratory tract.Immediate:

Allergic skin reaction, coughing and wheezing.Delayed:

Increased chance of bronchitis, conjunctivitis, ulcers of the nose and dermatitis.Chronic:

11.4 Exposure levels

No data available.Exposure levels:

11.5 Interactive effects

Respiratory conditions such as asthma can increase risk of coughing and wheezing.Inhalation:

Sensitivity of the skin can lead to greater risk of allergic skin reactions.Skin contact:

11.6 Data limitations

Not relevant.Data limitations:

SECTION 12: ECOLOGICAL INFORMATION

12.1 Toxicity

This product is not expected to be hazardous to the environment.EcoToxicity:
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12.2 Degradability

When mixed with water, this product will form into a hard mass that is non-

degradable.

Degradability:

12.3 Bio-accumulative potential

No data available.Bio-accumulative potential:

12.4 Mobility in soil

No data available.Mobility in soil:

12.5 Other adverse effects

None known.Other adverse effects:

SECTION 13: DISPOSAL CONSIDERATIONS

13.1 Waste disposal

Dispose of waste in accordance with local regulations. Waste is considered 

hazardous. Material that has hardened (with the addition of water) is considered 

non-hazardous. The packaging is 100% recyclable; remove all traces of mixture 

from bag and dispose of in a recycling bin. Do not allow product to enter sewerage 

system as this will block the sewerage system.

Waste disposal:

SECTION 14: TRANSPORT INFORMATION

14.1 UN number

None allocatedUN number:

14.2 Proper shipping name

None allocatedProper shipping name:

14.3 Transport hazard class

None allocatedTransport hazard class:

14.4 Packing group

None allocatedPacking group:

14.5 Environmental hazards

Not relevantEnvironmental hazards:

14.6 Special precautions during transport

Not relevantSpecial precautions during transport:

14.7 Hazchem code

Not relevantHazchem code:

SECTION 15: REGULATORY INFORMATION

15.1 Safety, health and environmental regulations specific for the product

Not relevantRegulations:

15.2 Poisons schedule number

Not relevantSchedule number:
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SECTION 16: OTHER INFORMATION

This SDS has been compiled on the date at the top of the first page. The SDS is reviewed every 5 years, the latest

version is available on the ROCKCOTE website. www.rockcote.com.au This SDS has been prepared as a completely

renewed document to bring into line with the Code of Practice- Preparation of Safety Data Sheets for Hazardous

Chemicals. February 2016.

This SDS will be updated from time to time, whenever new information becomes available of if there is a formulation

change.

GHS means Globally Harmonized System

CAS means Chemical Abstract Service

N/A means Not Applicable

TWA means Time Weighted Average

USECHH means Use and Standard of Exposure Chemical Hazardous to Health.

STOT means Specific Target Organ Toxicity

STOT SE means Specific Target Organ Toxicity – Single Exposure

STOT RE means Specific Target Organ Toxicity – Repeated Exposure

mg/m3 means milligram per cubic metre

This SDS has been prepared using information provided by the manufactures of the ingredients contained in this

product. This product is a mixture of ingredients.
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Classified as non-hazardous according to criteria of Worksafe Australia

SECTION 1: IDENTIFICATION OF THE SUBSTANCE/MIXTURE AND OF THE COMPANY

1.1 Product identifier

ROCKCOTE Tuscany Trowel On Medium, Coarse and Super CoarseTrade Names:

None ListedOther Names:

5670, 5671, 5672, 5673, 5725, 5726, 5874, 5877, 6015, 6016, 6017, 6018Product Code:

1.2 Relevant identified uses of the product

Water-based texture coating suitable for interior and exterior use.Application:

SECTION 2: HAZARDS IDENTIFICATION

2.2 Label element

Not relevantPictograms:

Not relevantSignal word:

Not relevantHazard statements:

Not relevantPrecautionary statements:

2.3 Other hazards

Not relevantOther hazards:

This product is classified as non-hazardous.2.1 Classification of product

SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS

3.1 Mixtures

The product contains:

% CAS-No. Chemical Name Hazard Classification

100% - Non Hazardous Not relevant

SECTION 4: FIRST AID MEASURES

4.1 Description of first aid measures

Move subject to fresh air. Monitor and consult physician if concerned.Inhalation:

Wash affected areas thoroughly with soap & water. Consult a physician if irritation 

persists.

Skin contact:

Flush eyes with water. Consult a physician if irritation persists.Eye contact:

Flush mouth and drink 1 or 2 glasses of water. Consult a physician.Ingestion:

4.2 Symptoms caused by exposure

Vapour may irritate airway and cause coughing.Inhalation:

May irritate skin resulting in itching or burning.Skin contact:

Contact with eye can cause irritation. Wash immediately.Eye contact:

Can cause irritation to the throat and stomach.Ingestion:

4.3 Medical attention, special treatment

Not relevant

SECTION 5: FIRE FIGHTING MEASURES

5.1 Suitable extinguishing media
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Non Flammable Material. Use suitable extinguishing media for the surrounding 

area.

Extinguishing media:

5.3 Special protection equipment and precautions for firefighters

Not relevant.Firefighters:

Not relevant.5.2 Specific hazards

SECTION 6: ACCIDENTAL RELEASE MEASURES

6.1 Personal precautions, protective equipment and emergency procedures

Avoid contact with skin or eyes.Personal precautions:

6.2 Environment precautions

Do not allow this product to be released in to storm water drains, creeks or open 

bodies of water. Dump in accordance with local regulations.

Environment precautions:

6.3 Methods and materials for containment and cleanup

Contain spills with saw dust or sand. Clean with water – use a mop or wet rag.Cleaning up spillage:

SECTION 7: HANDLING AND STORAGE

7.1 Precautions for safe handling

Avoid contact with skin or eyes.Safe handling:

7.2 Conditions for safe storage, including any incompatibilities

Not relevant.Safe storage incompatibilities:

Store in a closed container.Safe storage:

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION

8.2 Exposure controls

Provide adequate ventilation.Engineering measures:

Personal protection equipment should be chosen in discussion with the supplier of 

the personal protective equipment.

Personal protection:

Respiratory equipment:

Wear protective gloves. Nitrile gloves are recommended, other types of gloves can 

be recommended by the glove supplier.

Hand protection:

Wear goggles/face shield.Eye protection:

Wear special protective clothing. Hood or helmet should be used in connection with 

splashing work.

Skin protection:

Remove contaminated clothing and wash the skin thoroughly with soap and water 

after work.

Hygiene measures:

Not available.Environment exposure controls:

Occupational exposure limits:8.1 Control Parameters

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES

9.1 Physical and chemical properties

Viscous textured white liquidAppearance:

Slight acrylic/ammoniaOdour:

Not relevantOdour threshold:
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8.0 – 10.0pH:

Non-combustibleFlash point:

Miscible in waterSolubility in water:

StableStability:

9.2 Other information

Not relevantVolatile component:

Not relevantAuto ignition temp:

SECTION 10: STABILITY AND REACTIVITY

10.1 Reactivity

None knownReactivity:

10.2 Chemical stability

Product is stable under normal temperature conditions.Chemical stability:

10.3 Conditions to avoid

This product will harden when left uncovered/unsealed or in direct sunlight.Conditions/materials to avoid:

10.4 Incompatible materials and possible hazardous reactions

None knownIncompatible materials:

Not relevantHazardous reactions:

10.5 Hazardous decomposition Products

Not relevantHazardous decomposition products:

SECTION 11: TOXICOLOGICAL INFORMATION

11.1 Information and symptoms related to exposure

Specific Target Organ Toxicity (STOT)

No data available.Single exposure:

No data available.Repeated exposure:

Very low toxicity if swallowed. Harmful effects not anticipated from swallowing 

small amounts.

Acute toxicity:

Brief contact is non-irritating to skin.Skin corrosion/irritation:

May cause moderate irritation.Serious eye damage/irritation:

No data available.Respiratory or skin sensitisation:

No data available.Germ cell mutagenicity:

No data available.Aspiration hazard:

11.2 Numerical Measures of Toxicity

No data available.Numerical measures:

11.3 Immediate, delayed or chronic health effects from exposure

Irritation of the eyes.Immediate:

No data available.Delayed:

No data available.Chronic:

11.4 Exposure levels
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No data available.Exposure levels:

11.5 Interactive effects

No data available.Inhalation:

Sensitivity of the skin can lead to greater risk of allergic skin reactions.Skin contact:

11.6 Data limitations

Not relevant.Data limitations:

SECTION 12: ECOLOGICAL INFORMATION

12.1 Toxicity

This product is not expected to be hazardous to the environment.EcoToxicity:

12.2 Degradability

This product is miscible in water and can be diluted.Degradability:

12.3 Bio-accumulative potential

No data available.Bio-accumulative potential:

12.4 Mobility in soil

No data available.Mobility in soil:

12.5 Other adverse effects

None known.Other adverse effects:

SECTION 13: DISPOSAL CONSIDERATIONS

13.1 Waste disposal

Dispose of waste in accordance with local regulations. Waste is considered non-

hazardous. Do not allow product to enter sewerage system or waterways.

Waste disposal:

SECTION 14: TRANSPORT INFORMATION

14.1 UN number

None allocatedUN number:

14.2 Proper shipping name

None allocatedProper shipping name:

14.3 Transport hazard class

None allocatedTransport hazard class:

14.4 Packing group

None allocatedPacking group:

14.5 Environmental hazards

Not relevantEnvironmental hazards:

14.6 Special precautions during transport

Not relevantSpecial precautions during transport:

14.7 Hazchem code

Not relevantHazchem code:

SECTION 15: REGULATORY INFORMATION

15.1 Safety, health and environmental regulations specific for the product
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Not relevantRegulations:

15.2 Poisons schedule number

Not relevantSchedule number:
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SECTION 16: OTHER INFORMATION

This SDS has been compiled on the date at the top of the first page. The SDS is reviewed every 5 years, the latest

version is available on the ROCKCOTE website. www.rockcote.com.au This SDS has been prepared as a completely

renewed document to bring into line with the Code of Practice- Preparation of Safety Data Sheets for Hazardous

Chemicals. February 2016.

This SDS will be updated from time to time, whenever new information becomes available of if there is a formulation

change.

GHS means Globally Harmonized System

CAS means Chemical Abstract Service

N/A means Not Applicable

TWA means Time Weighted Average

USECHH means Use and Standard of Exposure Chemical Hazardous to Health.

STOT means Specific Target Organ Toxicity

STOT SE means Specific Target Organ Toxicity – Single Exposure

STOT RE means Specific Target Organ Toxicity – Repeated Exposure

mg/m3 means milligram per cubic metre

This SDS has been prepared using information provided by the manufactures of the ingredients contained in this

product. This product is a mixture of ingredients.
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Classified as non-hazardous according to criteria of Worksafe Australia

SECTION 1: IDENTIFICATION OF THE SUBSTANCE/MIXTURE AND OF THE COMPANY

1.1 Product identifier

ROCKCOTE Masonry PrimerTrade Names:

None ListedOther Names:

1328Product Code:

1.2 Relevant identified uses of the product

Water-based primer suitable for interior and exterior use.Application:

SECTION 2: HAZARDS IDENTIFICATION

2.2 Label element

Not relevantPictograms:

Not relevantSignal word:

Not relevantHazard statements:

Not relevantPrecautionary statements:

2.3 Other hazards

Not relevantOther hazards:

This product is classified as non-hazardous.2.1 Classification of product

SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS

3.1 Mixtures

The product contains:

% CAS-No. Chemical Name Hazard Classification

100% - Non Hazardous Not relevant

SECTION 4: FIRST AID MEASURES

4.1 Description of first aid measures

Move subject to fresh air. Monitor and consult physician if concerned.Inhalation:

Wash affected areas thoroughly with soap & water. Consult a physician if irritation 

persists.

Skin contact:

Flush eyes with water. Consult a physician if irritation persists.Eye contact:

Flush mouth and drink 1 or 2 glasses of water. Consult a physician.Ingestion:

4.2 Symptoms caused by exposure

Vapour may irritate airway and cause coughing.Inhalation:

May irritate skin resulting in itching or burning.Skin contact:

Contact with eye can cause irritation. Wash immediately.Eye contact:

Can cause irritation to the throat and stomach.Ingestion:

4.3 Medical attention, special treatment

Not relevant.

SECTION 5: FIRE FIGHTING MEASURES

5.1 Suitable extinguishing media
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Non Flammable Material. Use suitable extinguishing media for the surrounding 

area.

Extinguishing media:

5.3 Special protection equipment and precautions for firefighters

Not relevant.Firefighters:

Not relevant.5.2 Specific hazards

SECTION 6: ACCIDENTAL RELEASE MEASURES

6.1 Personal precautions, protective equipment and emergency procedures

Avoid contact with skin or eyesPersonal precautions:

6.2 Environment precautions

Do not allow this product to be released in to storm water drains, creeks or open 

bodies of water. Dump in accordance with local regulations.

Environment precautions:

6.3 Methods and materials for containment and cleanup

Contain spills with saw dust or sand. Clean with water – use a mop or wet rag.Cleaning up spillage:

SECTION 7: HANDLING AND STORAGE

7.1 Precautions for safe handling

Avoid contact with skin or eyes.Safe handling:

7.2 Conditions for safe storage, including any incompatibilities

Not relevant.Safe storage incompatibilities:

Store in a closed container.Safe storage:

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION

8.2 Exposure controls

Provide adequate ventilation.Engineering measures:

Personal protection equipment should be chosen in discussion with the supplier of 

the personal protective equipment.

Personal protection:

Respiratory equipment:

Wear protective gloves. Nitrile gloves are recommended, other types of gloves can 

be recommended by the glove supplier.

Hand protection:

Wear goggles/face shield.Eye protection:

Wear special protective clothing. Hood or helmet should be used in connection with

splashing work.

Skin protection:

Remove contaminated clothing and wash the skin thoroughly with soap and water 

after work.

Hygiene measures:

Not available.Environment exposure controls:

Occupational exposure limits:8.1 Control Parameters

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES

9.1 Physical and chemical properties

Viscous white liquidAppearance:

Slight acrylic/ammoniaOdour:

Not relevantOdour threshold:
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8.0 – 10.0pH:

Non-combustibleFlash point:

Miscible in waterSolubility in water:

StableStability:

9.2 Other information

Not relevantVolatile component:

Not relevantAuto ignition temp:

SECTION 10: STABILITY AND REACTIVITY

10.1 Reactivity

None knownReactivity:

10.2 Chemical stability

Product is stable under normal temperature conditions.Chemical stability:

10.3 Conditions to avoid

This product will harden when left uncovered/unsealed or in direct sunlight.Conditions/materials to avoid:

10.4 Incompatible materials and possible hazardous reactions

None knownIncompatible materials:

Not relevantHazardous reactions:

10.5 Hazardous decomposition Products

Not relevantHazardous decomposition products:

SECTION 11: TOXICOLOGICAL INFORMATION

11.1 Information and symptoms related to exposure

Specific Target Organ Toxicity (STOT)

No data available.Single exposure:

No data available.Repeated exposure:

Very low toxicity if swallowed. Harmful effects not anticipated from swallowing 

small amounts.

Acute toxicity:

Brief contact is non-irritating to skin.Skin corrosion/irritation:

May cause moderate irritation.Serious eye damage/irritation:

No data available.Respiratory or skin sensitisation:

No data available.Germ cell mutagenicity:

No data available.Aspiration hazard:

11.2 Numerical Measures of Toxicity

No data available.Numerical measures:

11.3 Immediate, delayed or chronic health effects from exposure

Irritation of the eyes.Immediate:

No data available.Delayed:

No data available.Chronic:

11.4 Exposure levels
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No data available.Exposure levels:

11.5 Interactive effects

No data available.Inhalation:

Sensitivity of the skin can lead to greater risk of allergic skin reactions.Skin contact:

11.6 Data limitations

Not relevant.Data limitations:

SECTION 12: ECOLOGICAL INFORMATION

12.1 Toxicity

This product is not expected to be hazardous to the environment.EcoToxicity:

12.2 Degradability

This product is miscible in water and can be diluted.Degradability:

12.3 Bio-accumulative potential

No data available.Bio-accumulative potential:

12.4 Mobility in soil

No data available.Mobility in soil:

12.5 Other adverse effects

None known.Other adverse effects:

SECTION 13: DISPOSAL CONSIDERATIONS

13.1 Waste disposal

Dispose of waste in accordance with local regulations. Waste is considered non-

hazardous. Do not allow product to enter sewerage system or waterways.

Waste disposal:

SECTION 14: TRANSPORT INFORMATION

14.1 UN number

None allocatedUN number:

14.2 Proper shipping name

None allocatedProper shipping name:

14.3 Transport hazard class

None allocatedTransport hazard class:

14.4 Packing group

None allocatedPacking group:

14.5 Environmental hazards

Not relevantEnvironmental hazards:

14.6 Special precautions during transport

Not relevantSpecial precautions during transport:

14.7 Hazchem code

Not relevantHazchem code:

SECTION 15: REGULATORY INFORMATION

15.1 Safety, health and environmental regulations specific for the product
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Not relevantRegulations:

15.2 Poisons schedule number

Not relevantSchedule number:
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SECTION 16: OTHER INFORMATION

This SDS has been compiled on the date at the top of the first page. The SDS is reviewed every 5 years, the latest

version is available on the ROCKCOTE website. www.rockcote.com.au This SDS has been prepared as a completely

renewed document to bring into line with the Code of Practice- Preparation of Safety Data Sheets for Hazardous

Chemicals. February 2016.

This SDS will be updated from time to time, whenever new information becomes available of if there is a formulation

change.

GHS means Globally Harmonized System

CAS means Chemical Abstract Service

N/A means Not Applicable

TWA means Time Weighted Average

USECHH means Use and Standard of Exposure Chemical Hazardous to Health.

STOT means Specific Target Organ Toxicity

STOT SE means Specific Target Organ Toxicity – Single Exposure

STOT RE means Specific Target Organ Toxicity – Repeated Exposure

mg/m3 means milligram per cubic metre

This SDS has been prepared using information provided by the manufactures of the ingredients contained in this

product. This product is a mixture of ingredients.
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Classified as non-hazardous according to criteria of Worksafe Australia

SECTION 1: IDENTIFICATION OF THE SUBSTANCE/MIXTURE AND OF THE COMPANY

1.1 Product identifier

ROCKCOTE Armour Low Sheen, Armour Matt, Armour Flex Low Sheen, Armour 

Flex Matt and Armour Clear

Trade Names:

None ListedOther Names:

3044, 3045, 3046, 3047, 2969, 2970, 2971, 2972, 1287, 2952, 1287, 4096, 4097, 

4098, 4155, 5386, 5387, 5398, 5390, 5391, 5392, 5356, 4262, 4263, 4264, 4265, 

2953, 2954, 2956, 3028, 3029, 3030, 3031, 3817, 3891, 3892, 3893, 3894, 3895, 

3896, 3897

Product Code:

1.2 Relevant identified uses of the product

Water-based membrane coating suitable for interior and exterior use.Application:

SECTION 2: HAZARDS IDENTIFICATION

2.2 Label element

Not relevantPictograms:

Not relevantSignal word:

Not relevantHazard statements:

Not relevantPrecautionary statements:

2.3 Other hazards

Not relevantOther hazards:

This product is classified as non-hazardous.2.1 Classification of product

SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS

3.1 Mixtures

The product contains:

% CAS-No. Chemical Name Hazard Classification

100% - Non Hazardous Not relevant

SECTION 4: FIRST AID MEASURES

4.1 Description of first aid measures

Move subject to fresh air. Monitor and consult physician if concerned.Inhalation:

Wash affected areas thoroughly with soap & water. Consult a physician if irritation 

persists.

Skin contact:

Flush eyes with water. Consult a physician if irritation persists.Eye contact:

Flush mouth and drink 1 or 2 glasses of water. Consult a physician.Ingestion:

4.2 Symptoms caused by exposure

Vapour may irritate airway and cause coughing.Inhalation:

May irritate skin resulting in itching or burning.Skin contact:

Contact with eye can cause irritation. Wash immediately.Eye contact:

Can cause irritation to the throat and stomach.Ingestion:
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4.3 Medical attention, special treatment

Not relevant

SECTION 5: FIRE FIGHTING MEASURES

5.1 Suitable extinguishing media

Non Flammable Material. Use suitable extinguishing media for the surrounding 

area.

Extinguishing media:

5.3 Special protection equipment and precautions for firefighters

Not relevant.Firefighters:

Not relevant.5.2 Specific hazards

SECTION 6: ACCIDENTAL RELEASE MEASURES

6.1 Personal precautions, protective equipment and emergency procedures

Avoid contact with skin or eyes.Personal precautions:

6.2 Environment precautions

Do not allow this product to be released in to storm water drains, creeks or open 

bodies of water. Dump in accordance with local regulations.

Environment precautions:

6.3 Methods and materials for containment and cleanup

Contain spills with saw dust or sand. Clean with water – use a mop or wet rag.Cleaning up spillage:

SECTION 7: HANDLING AND STORAGE

7.1 Precautions for safe handling

Avoid contact with skin or eyes.Safe handling:

7.2 Conditions for safe storage, including any incompatibilities

Not relevantSafe storage incompatibilities:

Store in a closed container.Safe storage:

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION

8.2 Exposure controls

Provide adequate ventilation.Engineering measures:

Personal protection equipment should be chosen in discussion with the supplier of 

the personal protective equipment.

Personal protection:

Respiratory equipment:

Wear protective gloves. Nitrile gloves are recommended, other types of gloves can 

be recommended by the glove supplier.

Hand protection:

Wear goggles/face shield.Eye protection:

Wear special protective clothing. Hood or helmet should be used in connection with 

splashing work.

Skin protection:

Remove contaminated clothing and wash the skin thoroughly with soap and water 

after work.

Hygiene measures:

Not available.Environment exposure controls:

Occupational exposure limits:8.1 Control Parameters

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES

9.1 Physical and chemical properties
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Viscous white liquidAppearance:

Slight acrylic/ammoniaOdour:

Not relevantOdour threshold:

7.0 – 9.0pH:

Non-combustibleFlash point:

Miscible in waterSolubility in water:

StableStability:

9.2 Other information

Not relevantVolatile component:

Not relevantAuto ignition temp:

SECTION 10: STABILITY AND REACTIVITY

10.1 Reactivity

None knownReactivity:

10.2 Chemical stability

Product is stable under normal temperature conditions.Chemical stability:

10.3 Conditions to avoid

This product will harden when left uncovered/unsealed or in direct sunlight.Conditions/materials to avoid:

10.4 Incompatible materials and possible hazardous reactions

None knownIncompatible materials:

Not relevantHazardous reactions:

10.5 Hazardous decomposition Products

Not relevantHazardous decomposition products:

SECTION 11: TOXICOLOGICAL INFORMATION

11.1 Information and symptoms related to exposure

Specific Target Organ Toxicity (STOT)

No data available.Single exposure:

No data available.Repeated exposure:

Very low toxicity if swallowed. Harmful effects not anticipated from swallowing 

small amounts.

Acute toxicity:

Brief contact is non-irritating to skin.Skin corrosion/irritation:

May cause moderate irritation.Serious eye damage/irritation:

No data available.Respiratory or skin sensitisation:

No data available.Germ cell mutagenicity:

No data available.Aspiration hazard:

11.2 Numerical Measures of Toxicity

No data available.Numerical measures:

11.3 Immediate, delayed or chronic health effects from exposure

Irritation of the eyes.Immediate:
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No data available.Delayed:

No data available.Chronic:

11.4 Exposure levels

No data available.Exposure levels:

11.5 Interactive effects

No data available.Inhalation:

Sensitivity of the skin can lead to greater risk of allergic skin reactions.Skin contact:

11.6 Data limitations

Not relevantData limitations:

SECTION 12: ECOLOGICAL INFORMATION

12.1 Toxicity

This product is not expected to be hazardous to the environment.EcoToxicity:

12.2 Degradability

This product is miscible in water and can be diluted.Degradability:

12.3 Bio-accumulative potential

No data available.Bio-accumulative potential:

12.4 Mobility in soil

No data available.Mobility in soil:

12.5 Other adverse effects

None known.Other adverse effects:

SECTION 13: DISPOSAL CONSIDERATIONS

13.1 Waste disposal

Dispose of waste in accordance with local regulations. Waste is considered non-

hazardous. Do not allow product to enter sewerage system or waterways.

Waste disposal:

SECTION 14: TRANSPORT INFORMATION

14.1 UN number

None allocatedUN number:

14.2 Proper shipping name

None allocatedProper shipping name:

14.3 Transport hazard class

None allocatedTransport hazard class:

14.4 Packing group

None allocatedPacking group:

14.5 Environmental hazards

Not relevantEnvironmental hazards:

14.6 Special precautions during transport

Not relevantSpecial precautions during transport:

14.7 Hazchem code
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Not relevantHazchem code:

SECTION 15: REGULATORY INFORMATION

15.1 Safety, health and environmental regulations specific for the product

Not relevantRegulations:

15.2 Poisons schedule number

Not relevantSchedule number:
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SECTION 16: OTHER INFORMATION

This SDS has been compiled on the date at the top of the first page. The SDS is reviewed every 5 years, the latest

version is available on the ROCKCOTE website. www.rockcote.com.au This SDS has been prepared as a completely

renewed document to bring into line with the Code of Practice- Preparation of Safety Data Sheets for Hazardous

Chemicals. February 2016.

This SDS will be updated from time to time, whenever new information becomes available of if there is a formulation

change.

GHS means Globally Harmonized System

CAS means Chemical Abstract Service

N/A means Not Applicable

TWA means Time Weighted Average

USECHH means Use and Standard of Exposure Chemical Hazardous to Health.

STOT means Specific Target Organ Toxicity

STOT SE means Specific Target Organ Toxicity – Single Exposure

STOT RE means Specific Target Organ Toxicity – Repeated Exposure

mg/m3 means milligram per cubic metre

This SDS has been prepared using information provided by the manufactures of the ingredients contained in this

product. This product is a mixture of ingredients.
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Classified as non-hazardous according to criteria of Worksafe Australia

SECTION 1: IDENTIFICATION OF THE SUBSTANCE/MIXTURE AND OF THE COMPANY

1.1 Product identifier

ROCKCOTE AE PrimerTrade Names:

None ListedOther Names:

1280, 3085Product Code:

1.2 Relevant identified uses of the product

Water-based primer suitable for interior and exterior useApplication:

SECTION 2: HAZARDS IDENTIFICATION

2.2 Label element

Not relevantPictograms:

Not relevantSignal word:

Not relevantHazard statements:

Not relevantPrecautionary statements:

2.3 Other hazards

Not relevantOther hazards:

This product is classified as non-hazardous2.1 Classification of product

SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS

3.1 Mixtures

The product contains:

% CAS-No. Chemical Name Hazard Classification

100% - Non Hazardous Not relevant

SECTION 4: FIRST AID MEASURES

4.1 Description of first aid measures

Move subject to fresh air. Monitor and consult physician if concerned.Inhalation:

Wash affected areas thoroughly with soap & water. Consult a physician if irritation 

persists.

Skin contact:

Flush eyes with water. Consult a physician if irritation persists.Eye contact:

Flush mouth and drink 1 or 2 glasses of water. Consult a physician.Ingestion:

4.2 Symptoms caused by exposure

Vapour may irritate airway and cause coughingInhalation:

May irritate skin resulting in itching or burningSkin contact:

Contact with eye can cause irritation. Wash immediately.Eye contact:

Can cause irritation to the throat and stomachIngestion:

4.3 Medical attention, special treatment

Not relevant

SECTION 5: FIRE FIGHTING MEASURES

5.1 Suitable extinguishing media
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Non Flammable Material. Use suitable extinguishing media for the surrounding 

area.

Extinguishing media:

5.3 Special protection equipment and precautions for firefighters

Not relevant.Firefighters:

Not relevant.5.2 Specific hazards

SECTION 6: ACCIDENTAL RELEASE MEASURES

6.1 Personal precautions, protective equipment and emergency procedures

Avoid contact with skin or eyesPersonal precautions:

6.2 Environment precautions

Do not allow this product to be released in to storm water drains, creeks or open 

bodies of water. Dump in accordance with local regulations.

Environment precautions:

6.3 Methods and materials for containment and cleanup

Contain spills with saw dust or sand. Clean with water – use a mop or wet rag.Cleaning up spillage:

SECTION 7: HANDLING AND STORAGE

7.1 Precautions for safe handling

Avoid contact with skin or eyesSafe handling:

7.2 Conditions for safe storage, including any incompatibilities

Not relevantSafe storage incompatibilities:

Store in a closed containerSafe storage:

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION

8.2 Exposure controls

Provide adequate ventilationEngineering measures:

Personal protection equipment should be chosen in discussion with the supplier of 

the personal protective equipment.

Personal protection:

Respiratory equipment:

Wear protective gloves. Nitrile gloves are recommended, other types of gloves can 

be recommended by the glove supplier.

Hand protection:

Wear goggles/face shieldEye protection:

Wear special protective clothing. Hood or helmet should be used in connection with 

splashing work.

Skin protection:

Remove contaminated clothing and wash the skin thoroughly with soap and water 

after work

Hygiene measures:

Not available.Environment exposure controls:

Occupational exposure limits:8.1 Control Parameters

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES

9.1 Physical and chemical properties

Viscous textured liquidAppearance:

Slight acrylic/ammoniaOdour:

Not relevantOdour threshold:
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7.0 – 9.0pH:

Non-combustibleFlash point:

Miscible in waterSolubility in water:

StableStability:

9.2 Other information

Not relevantVolatile component:

Not relevantAuto ignition temp:

SECTION 10: STABILITY AND REACTIVITY

10.1 Reactivity

None knownReactivity:

10.2 Chemical stability

Product is stable under normal temperature conditions.Chemical stability:

10.3 Conditions to avoid

This product will harden when left uncovered/unsealed or in direct sunlightConditions/materials to avoid:

10.4 Incompatible materials and possible hazardous reactions

None knownIncompatible materials:

Not relevantHazardous reactions:

10.5 Hazardous decomposition Products

Not relevantHazardous decomposition products:

SECTION 11: TOXICOLOGICAL INFORMATION

11.1 Information and symptoms related to exposure

Specific Target Organ Toxicity (STOT)

No data available.Single exposure:

No data available.Repeated exposure:

Very low toxicity if swallowed. Harmful effects not anticipated from swallowing 

small amounts.

Acute toxicity:

Brief contact is non-irritating to skin.Skin corrosion/irritation:

May cause moderate irritation.Serious eye damage/irritation:

No data available.Respiratory or skin sensitisation:

No data available.Germ cell mutagenicity:

No data available.Aspiration hazard:

11.2 Numerical Measures of Toxicity

No data available.Numerical measures:

11.3 Immediate, delayed or chronic health effects from exposure

Irritation of the eyes.Immediate:

No data available.Delayed:

No data available.Chronic:

11.4 Exposure levels
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No data available.Exposure levels:

11.5 Interactive effects

No data available.Inhalation:

Sensitivity of the skin can lead to greater risk of allergic skin reactions.Skin contact:

11.6 Data limitations

Not relevantData limitations:

SECTION 12: ECOLOGICAL INFORMATION

12.1 Toxicity

This product is not expected to be hazardous to the environment.EcoToxicity:

12.2 Degradability

This product is miscible in water and can be diluted.Degradability:

12.3 Bio-accumulative potential

No data available.Bio-accumulative potential:

12.4 Mobility in soil

No data available.Mobility in soil:

12.5 Other adverse effects

None known.Other adverse effects:

SECTION 13: DISPOSAL CONSIDERATIONS

13.1 Waste disposal

Dispose of waste in accordance with local regulations. Waste is considered non-

hazardous. Do not allow product to enter sewerage system or waterways.

Waste disposal:

SECTION 14: TRANSPORT INFORMATION

14.1 UN number

None allocatedUN number:

14.2 Proper shipping name

None allocatedProper shipping name:

14.3 Transport hazard class

None allocatedTransport hazard class:

14.4 Packing group

None allocatedPacking group:

14.5 Environmental hazards

Not relevantEnvironmental hazards:

14.6 Special precautions during transport

Not relevantSpecial precautions during transport:

14.7 Hazchem code

Not relevantHazchem code:

SECTION 15: REGULATORY INFORMATION

15.1 Safety, health and environmental regulations specific for the product
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Not relevantRegulations:

15.2 Poisons schedule number

Not relevantSchedule number:
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SECTION 16: OTHER INFORMATION

This SDS has been compiled on the date at the top of the first page. The SDS is reviewed every 5 years, the latest

version is available on the ROCKCOTE website. www.rockcote.com.au This SDS has been prepared as a completely

renewed document to bring into line with the Code of Practice- Preparation of Safety Data Sheets for Hazardous

Chemicals. February 2016.

This SDS will be updated from time to time, whenever new information becomes available of if there is a formulation

change.

GHS means Globally Harmonized System

CAS means Chemical Abstract Service

N/A means Not Applicable

TWA means Time Weighted Average

USECHH means Use and Standard of Exposure Chemical Hazardous to Health.

STOT means Specific Target Organ Toxicity

STOT SE means Specific Target Organ Toxicity – Single Exposure

STOT RE means Specific Target Organ Toxicity – Repeated Exposure

mg/m3 means milligram per cubic metre

This SDS has been prepared using information provided by the manufactures of the ingredients contained in this

product. This product is a mixture of ingredients.
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Classified as non-hazardous according to criteria of Worksafe Australia

SECTION 1: IDENTIFICATION OF THE SUBSTANCE/MIXTURE AND OF THE COMPANY

1.1 Product identifier

ROCKCOTE SantiniTrade Names:

None ListedOther Names:

2260, 2182Product Code:

1.2 Relevant identified uses of the product

Water-based texture coating suitable for interior and exterior use.Application:

SECTION 2: HAZARDS IDENTIFICATION

2.2 Label element

Not relevantPictograms:

Not relevantSignal word:

Not relevantHazard statements:

Not relevantPrecautionary statements:

2.3 Other hazards

Not relevantOther hazards:

This product is classified as non-hazardous.2.1 Classification of product

SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS

3.1 Mixtures

The product contains:

% CAS-No. Chemical Name Hazard Classification

100% - Non Hazardous Not relevant

SECTION 4: FIRST AID MEASURES

4.1 Description of first aid measures

Move subject to fresh air. Monitor and consult physician if concerned.Inhalation:

Wash affected areas thoroughly with soap & water. Consult a physician if irritation 

persists.

Skin contact:

Flush eyes with water. Consult a physician if irritation persists.Eye contact:

Flush mouth and drink 1 or 2 glasses of water. Consult a physician.Ingestion:

4.2 Symptoms caused by exposure

Vapour may irritate airway and cause coughing.Inhalation:

May irritate skin resulting in itching or burning.Skin contact:

Contact with eye can cause irritation. Wash immediately.Eye contact:

Can cause irritation to the throat and stomach.Ingestion:

4.3 Medical attention, special treatment

Not relevant.

SECTION 5: FIRE FIGHTING MEASURES

5.1 Suitable extinguishing media
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Non Flammable Material. Use suitable extinguishing media for the surrounding 

area.

Extinguishing media:

5.3 Special protection equipment and precautions for firefighters

Not relevant.Firefighters:

Not relevant.5.2 Specific hazards

SECTION 6: ACCIDENTAL RELEASE MEASURES

6.1 Personal precautions, protective equipment and emergency procedures

Avoid contact with skin or eyes.Personal precautions:

6.2 Environment precautions

Do not allow this product to be released in to storm water drains, creeks or open 

bodies of water. Dump in accordance with local regulations.

Environment precautions:

6.3 Methods and materials for containment and cleanup

Contain spills with saw dust or sand. Clean with water – use a mop or wet rag.Cleaning up spillage:

SECTION 7: HANDLING AND STORAGE

7.1 Precautions for safe handling

Avoid contact with skin or eyes.Safe handling:

7.2 Conditions for safe storage, including any incompatibilities

Not relevant.Safe storage incompatibilities:

Store in a closed container.Safe storage:

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION

8.2 Exposure controls

Provide adequate ventilation.Engineering measures:

Personal protection equipment should be chosen in discussion with the supplier of 

the personal protective equipment.

Personal protection:

Respiratory equipment:

Wear protective gloves. Nitrile gloves are recommended, other types of gloves can 

be recommended by the glove supplier.

Hand protection:

Wear goggles/face shield.Eye protection:

Wear special protective clothing. Hood or helmet should be used in connection with 

splashing work.

Skin protection:

Remove contaminated clothing and wash the skin thoroughly with soap and water 

after work.

Hygiene measures:

Not available.Environment exposure controls:

Occupational exposure limits:8.1 Control Parameters

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES

9.1 Physical and chemical properties

Viscous textured white liquidAppearance:

Slight acrylic/ammoniaOdour:

Not relevantOdour threshold:
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8.0 – 10.0pH:

Non-combustibleFlash point:

Miscible in waterSolubility in water:

StableStability:

9.2 Other information

Not relevantVolatile component:

Not relevantAuto ignition temp:

SECTION 10: STABILITY AND REACTIVITY

10.1 Reactivity

None knownReactivity:

10.2 Chemical stability

Product is stable under normal temperature conditions.Chemical stability:

10.3 Conditions to avoid

This product will harden when left uncovered/unsealed or in direct sunlight.Conditions/materials to avoid:

10.4 Incompatible materials and possible hazardous reactions

None knownIncompatible materials:

Not relevantHazardous reactions:

10.5 Hazardous decomposition Products

Not relevantHazardous decomposition products:

SECTION 11: TOXICOLOGICAL INFORMATION

11.1 Information and symptoms related to exposure

Specific Target Organ Toxicity (STOT)

No data available.Single exposure:

No data available.Repeated exposure:

Very low toxicity if swallowed. Harmful effects not anticipated from swallowing 

small amounts.

Acute toxicity:

Brief contact is non-irritating to skin.Skin corrosion/irritation:

May cause moderate irritation.Serious eye damage/irritation:

No data available.Respiratory or skin sensitisation:

No data available.Germ cell mutagenicity:

No data available.Aspiration hazard:

11.2 Numerical Measures of Toxicity

No data available.Numerical measures:

11.3 Immediate, delayed or chronic health effects from exposure

Irritation of the eyes.Immediate:

No data available.Delayed:

No data available.Chronic:

11.4 Exposure levels
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No data available.Exposure levels:

11.5 Interactive effects

No data available.Inhalation:

Sensitivity of the skin can lead to greater risk of allergic skin reactions.Skin contact:

11.6 Data limitations

Not relevant.Data limitations:

SECTION 12: ECOLOGICAL INFORMATION

12.1 Toxicity

This product is not expected to be hazardous to the environment.EcoToxicity:

12.2 Degradability

This product is miscible in water and can be diluted.Degradability:

12.3 Bio-accumulative potential

No data available.Bio-accumulative potential:

12.4 Mobility in soil

No data available.Mobility in soil:

12.5 Other adverse effects

None known.Other adverse effects:

SECTION 13: DISPOSAL CONSIDERATIONS

13.1 Waste disposal

Dispose of waste in accordance with local regulations. Waste is considered non-

hazardous. Do not allow product to enter sewerage system or waterways.

Waste disposal:

SECTION 14: TRANSPORT INFORMATION

14.1 UN number

None allocatedUN number:

14.2 Proper shipping name

None allocatedProper shipping name:

14.3 Transport hazard class

None allocatedTransport hazard class:

14.4 Packing group

None allocatedPacking group:

14.5 Environmental hazards

Not relevantEnvironmental hazards:

14.6 Special precautions during transport

Not relevantSpecial precautions during transport:

14.7 Hazchem code

Not relevantHazchem code:

SECTION 15: REGULATORY INFORMATION

15.1 Safety, health and environmental regulations specific for the product
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Not relevantRegulations:

15.2 Poisons schedule number

Not relevantSchedule number:
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SECTION 16: OTHER INFORMATION

This SDS has been compiled on the date at the top of the first page. The SDS is reviewed every 5 years, the latest

version is available on the ROCKCOTE website. www.rockcote.com.au This SDS has been prepared as a completely

renewed document to bring into line with the Code of Practice- Preparation of Safety Data Sheets for Hazardous

Chemicals. February 2016.

This SDS will be updated from time to time, whenever new information becomes available of if there is a formulation

change.

GHS means Globally Harmonized System

CAS means Chemical Abstract Service

N/A means Not Applicable

TWA means Time Weighted Average

USECHH means Use and Standard of Exposure Chemical Hazardous to Health.

STOT means Specific Target Organ Toxicity

STOT SE means Specific Target Organ Toxicity – Single Exposure

STOT RE means Specific Target Organ Toxicity – Repeated Exposure

mg/m3 means milligram per cubic metre

This SDS has been prepared using information provided by the manufactures of the ingredients contained in this

product. This product is a mixture of ingredients.
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Classified as non-hazardous according to criteria of Worksafe Australia

SECTION 1: IDENTIFICATION OF THE SUBSTANCE/MIXTURE AND OF THE COMPANY

1.1 Product identifier

ROCKCOTE Soffit Stipple CoatTrade Names:

None ListedOther Names:

5859Product Code:

1.2 Relevant identified uses of the product

Water-based stipple coat suitable for interior and exterior use.Application:

SECTION 2: HAZARDS IDENTIFICATION

2.2 Label element

Not relevantPictograms:

Not relevantSignal word:

Not relevantHazard statements:

Not relevantPrecautionary statements:

2.3 Other hazards

Not relevantOther hazards:

This product is classified as non-hazardous.2.1 Classification of product

SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS

3.1 Mixtures

The product contains:

% CAS-No. Chemical Name Hazard Classification

100% - Non Hazardous Not relevant

SECTION 4: FIRST AID MEASURES

4.1 Description of first aid measures

Move subject to fresh air. Monitor and consult physician if concerned.Inhalation:

Wash affected areas thoroughly with soap & water. Consult a physician if irritation 

persists.

Skin contact:

Flush eyes with water. Consult a physician if irritation persists.Eye contact:

Flush mouth and drink 1 or 2 glasses of water. Consult a physician.Ingestion:

4.2 Symptoms caused by exposure

Vapour may irritate airway and cause coughing.Inhalation:

May irritate skin resulting in itching or burning.Skin contact:

Contact with eye can cause irritation. Wash immediately.Eye contact:

Can cause irritation to the throat and stomach.Ingestion:

4.3 Medical attention, special treatment

Not relevant

SECTION 5: FIRE FIGHTING MEASURES

5.1 Suitable extinguishing media
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Non Flammable Material. Use suitable extinguishing media for the surrounding 

area.

Extinguishing media:

5.3 Special protection equipment and precautions for firefighters

Not relevant.Firefighters:

Not relevant.5.2 Specific hazards

SECTION 6: ACCIDENTAL RELEASE MEASURES

6.1 Personal precautions, protective equipment and emergency procedures

Avoid contact with skin or eyes.Personal precautions:

6.2 Environment precautions

Do not allow this product to be released in to storm water drains, creeks or open 

bodies of water. Dump in accordance with local regulations.

Environment precautions:

6.3 Methods and materials for containment and cleanup

Contain spills with saw dust or sand. Clean with water – use a mop or wet rag.Cleaning up spillage:

SECTION 7: HANDLING AND STORAGE

7.1 Precautions for safe handling

Avoid contact with skin or eyes.Safe handling:

7.2 Conditions for safe storage, including any incompatibilities

Not relevantSafe storage incompatibilities:

Store in a closed container.Safe storage:

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION

8.2 Exposure controls

Provide adequate ventilation.Engineering measures:

Personal protection equipment should be chosen in discussion with the supplier of 

the personal protective equipment.

Personal protection:

Respiratory equipment:

Wear protective gloves. Nitrile gloves are recommended, other types of gloves can 

be recommended by the glove supplier.

Hand protection:

Wear goggles/face shield.Eye protection:

Wear special protective clothing. Hood or helmet should be used in connection with 

splashing work.

Skin protection:

Remove contaminated clothing and wash the skin thoroughly with soap and water 

after work.

Hygiene measures:

Not available.Environment exposure controls:

Occupational exposure limits:8.1 Control Parameters

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES

9.1 Physical and chemical properties

Viscous white liquidAppearance:

Slight acrylic/ammoniaOdour:

Not relevantOdour threshold:
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7.0 – 9.0pH:

Non-combustibleFlash point:

Miscible in waterSolubility in water:

StableStability:

9.2 Other information

Not relevantVolatile component:

Not relevantAuto ignition temp:

SECTION 10: STABILITY AND REACTIVITY

10.1 Reactivity

None knownReactivity:

10.2 Chemical stability

Product is stable under normal temperature conditions.Chemical stability:

10.3 Conditions to avoid

This product will harden when left uncovered/unsealed or in direct sunlight.Conditions/materials to avoid:

10.4 Incompatible materials and possible hazardous reactions

None knownIncompatible materials:

Not relevantHazardous reactions:

10.5 Hazardous decomposition Products

Not relevantHazardous decomposition products:

SECTION 11: TOXICOLOGICAL INFORMATION

11.1 Information and symptoms related to exposure

Specific Target Organ Toxicity (STOT)

No data available.Single exposure:

No data available.Repeated exposure:

Very low toxicity if swallowed. Harmful effects not anticipated from swallowing 

small amounts.

Acute toxicity:

Brief contact is non-irritating to skin.Skin corrosion/irritation:

May cause moderate irritation.Serious eye damage/irritation:

No data available.Respiratory or skin sensitisation:

No data available.Germ cell mutagenicity:

No data available.Aspiration hazard:

11.2 Numerical Measures of Toxicity

No data available.Numerical measures:

11.3 Immediate, delayed or chronic health effects from exposure

Irritation of the eyes.Immediate:

No data available.Delayed:

No data available.Chronic:

11.4 Exposure levels
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No data available.Exposure levels:

11.5 Interactive effects

No data available.Inhalation:

Sensitivity of the skin can lead to greater risk of allergic skin reactions.Skin contact:

11.6 Data limitations

Not relevantData limitations:

SECTION 12: ECOLOGICAL INFORMATION

12.1 Toxicity

This product is not expected to be hazardous to the environment.EcoToxicity:

12.2 Degradability

This product is miscible in water and can be diluted.Degradability:

12.3 Bio-accumulative potential

No data available.Bio-accumulative potential:

12.4 Mobility in soil

No data available.Mobility in soil:

12.5 Other adverse effects

None known.Other adverse effects:

SECTION 13: DISPOSAL CONSIDERATIONS

13.1 Waste disposal

Dispose of waste in accordance with local regulations. Waste is considered non-

hazardous. Do not allow product to enter sewerage system or waterways.

Waste disposal:

SECTION 14: TRANSPORT INFORMATION

14.1 UN number

None allocatedUN number:

14.2 Proper shipping name

None allocatedProper shipping name:

14.3 Transport hazard class

None allocatedTransport hazard class:

14.4 Packing group

None allocatedPacking group:

14.5 Environmental hazards

Not relevantEnvironmental hazards:

14.6 Special precautions during transport

Not relevantSpecial precautions during transport:

14.7 Hazchem code

Not relevantHazchem code:

SECTION 15: REGULATORY INFORMATION

15.1 Safety, health and environmental regulations specific for the product
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Not relevantRegulations:

15.2 Poisons schedule number

Not relevantSchedule number:
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SECTION 16: OTHER INFORMATION

This SDS has been compiled on the date at the top of the first page. The SDS is reviewed every 5 years, the latest

version is available on the ROCKCOTE website. www.rockcote.com.au This SDS has been prepared as a completely

renewed document to bring into line with the Code of Practice- Preparation of Safety Data Sheets for Hazardous

Chemicals. February 2016.

This SDS will be updated from time to time, whenever new information becomes available of if there is a formulation

change.

GHS means Globally Harmonized System

CAS means Chemical Abstract Service

N/A means Not Applicable

TWA means Time Weighted Average

USECHH means Use and Standard of Exposure Chemical Hazardous to Health.

STOT means Specific Target Organ Toxicity

STOT SE means Specific Target Organ Toxicity – Single Exposure

STOT RE means Specific Target Organ Toxicity – Repeated Exposure

mg/m3 means milligram per cubic metre

This SDS has been prepared using information provided by the manufactures of the ingredients contained in this

product. This product is a mixture of ingredients.
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